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Abstract of the contribution: This pCR proposes a new Key Issue to study how to support for interaction between AF and 5GS for QoS policy coordination among multiple UEs.
1 Introduction
In SA2#148, SA2 agreed on the new study on XR (Extended Reality) and media services. One of the objectives is to Study whether and how interaction between AF and 5GS is needed for application synchronization and QoS policy coordination among multiple UEs or between multiple QoS flows per UE.
This paper proposes a new key issue to study what potential enhancements in the 5GS may be needed to support the interaction between AF and 5GS for QoS policy coordination among multiple UEs.
2 Proposal

This contribution proposes to include Key Issue x in TR23.700-60 according the following proposal:
Start of changes

5
Key Issues

5.X
Key Issue #X: Support the interaction between AF and 5GS for QoS policy coordination.
5.X.1
Description


One of the requirements documented in TS 22.261[Y] about tactile and multi-modal communication service, is the following:
The 5G system shall support a means to apply 3rd party provided policy(ies) for flows associated with an application. The policy may contain e.g. the set of UEs and data flows, the expected QoS handling and associated triggering events, other coordination information. The policy can be used by a 3rd party application for coordination of the transmission of multiple UEs’ flows (e.g., haptic, audio and video) of a multi-modal communication session.
About the KPIs for tactile and multi-modal communication service, it is identified in TS 22.261[Y], that the latency requirements are expected to be satisfied even when multimodal communication for skillset sharing is via indirect network connection (i.e., relayed by one UE to network relay). 
This key issue will study how to support the interaction between AF and 5GS for QoS policy coordination among multiple UEs.
In particular, this KI will address:

-
Whether and how to use policy mechanism to support the interaction between AF and 5GS for QoS policy coordination among multiple UEs?
-
Which NFs of 5GS (e.g. NEF) need to be enhanced for the interaction between AF and 5GS for QoS policy coordination among multiple UEs? How to support it?
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