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Abstract of the contribution: Add key issues for the DetNet study.
1	Discussion
Based on the description in the SID, we propose to add two key issues for the study. 
2 	Proposal
It is proposed to update TR 23.700-46 as proposed below:
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change – all text is new * * * *
[bookmark: references][bookmark: _Toc4423951]5.x	Key Issue #X: Exposure of information from 5GS to DetNet controller
[bookmark: _Toc4423952]5.x.1	General description
The 5GS, acting as a DetNet node, may expose information from 5GS to a DetNet controller. The key issue addresses the following:
-	Which attributes as defined in ietf-detnet YANG module are exposed from the 5GS to a DetNet controller, and how that information can be provided. Whether any other information should be exposed to a DetNet controller.
-	How the 5GS can expose the status of the DetNet flows and configuration in 5GS to the DetNet controller. How the 5GS can indicate that a particular required resource (e.g. bandwidth or max latency) for DetNet flow(s) cannot be fulfilled.

5.y	Key Issue #Y: Provisioning DetNet configuration from the DetNet controller to 5GS
5.y.1	General description
A DetNet controller may provide DetNet configuration as defined in ietf-detnet YANG module to the 5GS acting as a DetNet node. The key issue addresses the following:
-	Which attributes defined in ietf-detnet YANG module are mapped to 5GS, and what mechanisms are used for this mapping. 
-	How the 5GS finds the PDU Sessions corresponding to the given DetNet configuration, and how it maps the detnet YANG attributes to PDU Session specific attributes
-	Whether and how the DetNet configuration is stored in 5GS, especially when no PDU Session can be found for some of the attributes in the DetNet configuration
-	How the 5GS authorizes a request from DetNet controller
-	Whether a subscription is required for a UE to be controlled by DetNet controller, and in this case, how the subscription is enforced.   

* * * * End of changes * * * *
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