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	Reason for change:
	This CR proposes to capture RAN2 agreement.

Below incoming LS S2-2200019/R2-2111330 is receive:
Paging cause for service indication will be introduced in NR and LTE
RAN2 agreed to provide the paging cause value “voice” to UEs by extending the Paging message. The presence of the extension, which can be empty list if none of the UEs have paging cause “voice”, indicates that network supports transmission of  paging cause for service indication.
For paging reception in RRC_IDLE (i.e. CN paging), UE forwards the paging cause to NAS. It’s up to NAS whether to accept or reject the paging.

In the RAN2 running R2-2111278, CR following agreed:
pagingCause
Indicates whether the Paging message is originated due to IMS voice. If this field is present, it implies that the corresponding paging entry is for IMS voice. If this field is not present but pagingRecordList-v17xy is present, it implies that the corresponding paging entry is for a service other than IMS voice. If pagingRecordList-v17xy is not present, pagingCause is undetermined.    


	
	

	Summary of change:
	1) RAN2 agreement is captured.
2) Its clarified how UE uses this is left for the UE implementation.


	
	

	Consequences if not approved:
	1) RAN2 agreement is not captured.
2) What UE does with voice service indicaiton is not clear
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***** Start of changes *****
[bookmark: _Toc91146010]4.3.33.3	Paging Cause Indication for Voice Service
A Multi-USIM UE and the network may support the Paging Cause Indication for Voice Service feature.
The MME that supports Paging Cause Indication for Voice Service feature should provide a Voice Service Indication in the S1AP Paging message for the MMTel voice service, only if the UE indicates the Paging Cause Indication for Voice Service feature is supported. The MME determines the downlink data triggering the paging is related to a MMTel voice service based on the Paging Policy Indicator as specified in clause 4.9 for MMTel voice.
NOTE 1:	The indication of CS voice in the CN domain indication in S1AP paging message and Uu paging message is not modified by the Paging Cause Indication for Voice Service feature.
Upon reception of the Voice Service Indication in S1AP Paging Message, an eNodeB that supports the Paging Cause Indication for Voice Service should include the Voice Service Indication the Uu Paging message to the UE.
A UE that supports the Paging Cause Indication for Voice Service feature is capable of differentiation between Paging from a network that does not support the Paging Cause Indication for Voice Service feature and Uu Paging without the Voice Service Indication. How the UE distinguishes the Paging from a network that does not support the Paging Cause Indication for Voice Service feature and Paging without the Voice Service Indication is defined in TS 36.331 [37].
A UE that supports the Paging Cause Indication for Voice Service feature is capable of differentiation paging message is due to pending IMS voice service, pending non IMS voice service or Paging Cause Indication for Voice Service is undetermined as defined in TS 36.331. The Multi-USIM UE, based on implementation, may use this information to accept the paging or reject the paging.
NOTE 2:	The Paging Cause Indication for Voice Service is undetermined if network does not support the Paging Cause Indication for Voice Service feature.

***** End of changes *****


