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FIRST CHANGE
[bookmark: _Toc91144480]6.3.2A	Input data
The detailed information collected by the NWDAF is listed in Table 6.3.2A-1 and Table 6.3.2A-2.
Table 6.3.2A-1: OAM Input data for slice load analytics
	Information
	Source
	Description

	UE registered in a Network Slice/Network Slice instance
	OAM
	Mean number of UEs registered in a NW slice or NW slice instance as defined in TS 28.552 [8]. (NOTE 1).

	PDU Session established on a Network Slice/Network Slice instance
	OAM
	Mean number of established PDU Sessions in a NW slice or NW slice instance as defined in TS 28.552 [8]. (NOTE 1).

	Load of NFs associated to Network Slice instance
	OAM
	Resource utilization information of a Network Slice instance obtained from its constituent NF instances. NF instance load input data collection is described in clause 6.5, Table 6.5.2-1.

	NOTE 1:	5GC performance measurements can be provided per S-NSSAI by OAM as defined in TS 28.552 [8]. Any 5GC performance measurements per NSI ID required further coordination with SA WG5.



Table 6.3.2A-2: 5GC NF Input data for slice load analytics
	Information
	Source
	Description

	Timestamps
	5GC NF
	A time stamp associated with the collected information.

	UE registers/de-registers to a Network Slice/Network Slice instance
	AMF(s)
	AMF reports that a UE registered or deregistered to a S-NSSAI or to a S-NSSAI and NSI ID.

	Number of UEs served by the AMF
	AMF(s)
	AMF reports the total number of UEs served by the AMF per S-NSSAI or per S-NSSAI and NSI ID. (NOTE 1)

	PDU Session established/released on a Network Slice
	SMF(s)
	SMF reports that a PDU Session is established or released per S-NSSAI or per S-NSSAI and NSI ID.

	Current number of UEs registered in a NW slice
	NSACFNEF
	NEFNSACF reports the number of UE registered at the S-NSSAI.

	Current number of PDU Sessions established in a NW slice
	NSACFNEF
	NSACF NEF reports the number of PDU Sessions established at the S-NSSAI.

	Load of NFs associated to Network Slice instance
	NRF
	Resource utilization information of a Network Slice instance obtained from its constituent NF instances. NF instance load input data collection is described in clause 6.5, Table 6.5.2-1.

	NOTE 1:	AMF reports the total number of registered UE in the AMF at each associated time stamp.
NOTE 2:	SMF reports multiple PDU Sessions when establishment or release happened at the same time, indicated by the time stamp.
NOTE 3:	Based on the internal logic, the NWDAF determines the source for the data collection.



NWDAF collects input data on the number of UEs registered in a S-NSSAI or S-NSSAI and NSI ID combination using one of the following options:
-	Total number of UE registered to a S-NSSAI or to a S-NSSAI and NSI ID from each AMF(s) and/or from NSCAF NEF:
-	Namf_EventExposure_Subscribe (Target for Event Reporting = "any UE", Event ID = "Number of UEs served by the AMF and located in "Area of Interest"", Event Filter information = S-NSSAI(s) or one or more of the tuple (S-NSSAI, NSI ID), Event reporting mode = periodic along with periodicity) as defined in clause 5.2.2.3.1 of TS 23.502 [3]; or
-	Nnef_EventExposure Subscribe Nnsacf_SliceStatus_Retrieval (EventID = "Number of UE registered", EventFilter = "S-NSSAI", Event reporting mode = periodic along with periodicity).
-	Individual UE registration/deregistration to a S-NSSAI or to a S-NSSAI and NSI ID reported by AMF(s):
-	Namf_EventExposure_Subscribe (Target for Event Reporting = "any UE", Event ID = "UE moving in or out of a subscribed "Area of Interest", Event Filter information = S-NSSAI(s) or one or more of the tuples (S-NSSAI, NSI ID), Event reporting mode = reporting to a maximum number or a maximum duration) as defined in clause 5.2.2.3.1 of TS 23.502 [3].
NWDAF collects input data on the number of PDU Sessions established in a S-NSSAI using one of the following options:
-	Total number of PDU Sessions established in a S-NSSAI from each SMF(s) and/or NSACFNEF:
-	Nnef_EventExposure Subscribe Nnsacf_SliceStatus_Retrieval (EventID = "Number of PDU sessions established", EventFilter = "S-NSSAI(s)", Event reporting mode = periodic along with periodicity).
-	Individual PDU Session Established or PDU Session Released in a S-NSSAI from SMF:
-	Nsmf_EventExposure_Subscribe (Target for Event Reporting = "any UE", Event ID = "PDU Session Establishment and/or PDU Session Release", Event Filter information = S-NSSAI(s), Event reporting mode = reporting to a maximum number or a maximum duration) as defined in clause 5.2.8.3.1 of TS 23.502 [3].
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