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FIRST CHANGE

5.30	Support for non-public networks
[bookmark: _Toc20150083][bookmark: _Toc27846882][bookmark: _Toc36188013][bookmark: _Toc45183918][bookmark: _Toc47342760][bookmark: _Toc51769461][bookmark: _Toc91148579]5.30.1	General
A Non-Public Network (NPN) is a 5GS deployed for non-public use, see TS 22.261 [2]. An NPN is either:
-	a Stand-alone Non-Public Network (SNPN), i.e. operated by an NPN operator and not relying on network functions provided by a PLMN, or
-	a Public Network Integrated NPN (PNI-NPN), i.e. a non-public network deployed with the support of a PLMN.
NOTE:	An NPN and a PLMN can share NG-RAN as described in clause 5.18.
[bookmark: _Toc20150084][bookmark: _Toc27846883]Stand-alone NPN are described in clause 5.30.2 and Public Network Integrated NPNs are described in clause 5.30.3.
[bookmark: _Toc36188014][bookmark: _Toc45183919][bookmark: _Toc47342761][bookmark: _Toc51769462][bookmark: _Toc91148580]5.30.2	Stand-alone non-public networks
[bookmark: _Toc51769463][bookmark: _Toc91148581][bookmark: _Toc20150085][bookmark: _Toc27846884][bookmark: _Toc36188015][bookmark: _Toc45183920][bookmark: _Toc47342762]5.30.2.0	General
SNPN 5GS deployments are based on the architecture depicted in clause 4.2.3, the architecture for 5GC with untrusted non-3GPP access (Figure 4.2.8.2.1-1) for access to SNPN services via a PLMN (and vice versa) and the additional functionality covered in clause 5.30.2.
Alternatively, a Credentials Holder (CH) may authenticate and authorize access to an SNPN separate from the Credentials Holder based on the architecture specified in clause 5.30.2.9. Idle mode mobility is supported as defined in clause 5.30.2.11. In this Release, direct access to SNPN is specified for 3GPP access only.
The following 5GS features and functionalities are not supported for SNPNs:
-	Interworking with EPS is not supported for SNPN.
-	Also, emergency services are not supported for SNPN when the UE accesses the SNPN over NWu via a PLMN.
-	While roaming is not supported for SNPN, e.g. roaming between SNPNs, it is possible for a UE to access an SNPN with credentials from a CH as described in clause 5.30.2.9.
-	Handover between SNPNs, between SNPN and PLMN or PNI NPN are not supported.
-	CIoT 5GS optimizations are not supported in SNPNs.
-	CAG is not supported in SNPNs.
-	Proximity services is not supported in SNPNs.
[bookmark: _Toc51769464]A UE with two or more network subscriptions, where one or more network subscriptions may be for a subscribed SNPN, can apply procedures specified for Multi-USIM UEs as described in clause 5.38. The UE shall use a separate PEI for each network subscription when it registers to the network.
NOTE:	The number of preconfigured PEIs for a UE is limited. If the number of network subscriptions for a UE is greater than the preconfigured number of PEIs, the number of network subscriptions that can be registered with the network simultaneously is restricted by the number of pre-configured number of PEIs.
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