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Abstract of the contribution: Proposes two solutions: one solution for access to SNPN services via Untrusted non-3GPP access network and one solution for access to SNPN services via Trusted non-3GPP access network.
1
Background
Proposes two solutions for inclusion in TR 23.700-08.
* * * * Start of Change * * * *
6.x
Solution #x: Access to SNPN services via Untrusted non-3GPP access network

6.X.1
Introduction


TS 23.501 [xx] clause 5.30.2.8 and Annex D.3 specify how the UE can access SNPN services via a PLMN.

This solution defines how the UE can access SNPN services via Untrusted non-3GPP access network.
6.X.2
Functional Description


To access SNPN services, a UE that has successfully obtained IP connectivity via an Untrusted non-3GPP access network may select the N3IWF of an SNPN and register with that SNPN (using the credentials of that SNPN) following the same N3IWF selection procedure as specified for access to stand-alone non-public network services via PLMN in TS 23.501 [xx] clause 6.3.6.2a.
Editor's Note:
It is FFS whether and how eNPN functionality defined in Rel-17 (e.g. UE onboarding, Emergency services) is supported in this solution.
6.X.3
Procedures


The procedure for selection of N3IWF of an SNPN for a UE connected to an untrusted non-3GPP access network is identical to the procedure for selection of N3IWF of an SNPN for a UE connected to a PLMN, the latter being described in TS 23.501 [xx] clause 6.3.6.2a. 
6.X.4
Impacts on services, entities, and interfaces

There is no impact to network entities. For a UE registering with an SNPN core network using the “Untrusted non-3GPP access” architectural approach the SNPN core network has no means.to discriminate whether the UE registers with the SNPN via a PLMN or via an Untrusted non-3GPP access network.
* * * * Next Change * * * *
6.Y
Solution #Y: Access to SNPN services via Trusted non-3GPP access network

6.Y.1
Introduction


TS 23.501 [xx] clause 6.3.12.2 defines the access network selection procedure for access to PLMN services via Trusted non-3GPP access network.

This solution defines how the UE can access SNPN services via Trusted non-3GPP access network.
6.Y.2
Functional Description


To access SNPN services via a Trusted non-3GPP access network, the UE follows the same procedures used for accessing a PLMN via a Trusted non-3GPP access network defined in TS 23.501 [xx] clause 6.3.12.2 with the following clarifications and additions:

-
The UE initiates the access network selection procedure specified in TS 23.501 [xx] clause 6.3.12.2 and constructs a list of available SNPNs. This list contains the SNPNs advertised by all discovered non-3GPP access networks. A non-3GPP access network may advertise (e.g. with ANQP), not only the PLMNs with which 5G connectivity is supported (as specified in TS 23.501 [xx] clause 6.3.12.2), but also the SNPNs with which 5G connectivity is supported.

-
The UE selects an SNPN that is included in the list of available SNPNs. If the UE can access multiple SNPNs from the list of available SNPNs (e.g. the UE has subscriptions with multiple SNPNs), the UE selects an SNPN with an implementation-specific mechanism.

-
The UE selects a non-3GPP access network that supports 5G connectivity to the selected SNPN and initiates the registration procedure via trusted non-3GPP access specified in TS 23.502 [yy] clause 4.12a.2.2 in order to register with the selected SNPN via the selected non-3GPP access network. During the EAP authentication procedure the NAI provided by the UE indicates that 5G connectivity to a specific SNPN is required, e.g. NAI = "<username>@nai.5gc.<NID>.mnc<MNC>.mcc<MCC>.3gppnetwork.org".
Editor's Note:
It is FFS whether and how eNPN functionality defined in Rel-17 (e.g. UE onboarding, Emergency services) is supported in this solution.
6.Y.3
Procedures

Editor's Note: This clause describes procedures and information flows for the solution.

6.Y.4
Impacts on services, entities, and interfaces

UE impact:
-
Ability to read SNPN identifiers in the list of available networks with which 5G connectivity is supported, as advertised by the non-3GPP access network. 
Non-3GPP access network impact:

-
Ability to advertise (e.g. with ANQP) the SNPNs with which 5G connectivity is supported.
TNGF impact:

-
Ability to select the 5GC network of an SNPN.
* * * * End of Change * * * *
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