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**** FIRST CHANGE ****
[bookmark: _Toc91148203]5.4.11.8	Support for mobility Forbidden Area and Service Area Restrictions for NR satellite access
Forbidden Area functionality is supported as described in clause 5.3.4.1.1 with the modifications described below:
-	The AMF and the UE receives the broadcast TAI (if a single TAI is broadcast) or all broadcast TAIs (if multiple TAIs are broadcast) from the NG-RAN as described clause 5.4.11.7. The AMF considers rejects the UE to be in a Forbidden Areafrom accessing the network if the only received TAI is forbidden or if all received TAIs are forbidden based on subscription data. The UE is not permitted to initiate any communication with the network for this PLMN if the only broadcast TAI is forbidden or if all broadcast TAIs are forbidden. The UE considers it is in a Forbidden Area if the only received TAI is forbidden or if all received TAIs are forbidden, and is not within a Forbidden Area in case at least one broadcast TAI is not forbidden.
Service Area Restrictions functionality is supported as described in clause 5.3.4.1.2 with the modifications described below:
-	The AMF receives the broadcast TAI (if a single TAI is broadcast) or all broadcast TAIs (if multiple TAIs are broadcast) from the NG-RAN as described clause 5.4.11.7. The AMF provides the UE with Service Area Restrictions which consist of either Allowed Areas or Non-Allowed Areas, as described in clause 5.3.4.1.2. The UE and AMF consider the UE to be in a Non-Allowed Area if none of the broadcast TAIs is Allowed. The UE and AMF consider the UE to be in an Allowed Area if at least one broadcast TAI is allowed.
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