
3GPP TSG-SA WG2 Meeting #149-e
S2-2201616
Electronic meeting,14 – 25 February 2022







revision of S2-2200713
Source:
vivo, Xiaomi
Title:
KI#X: Ranging/Sidelink Positioning service exposure for network assisted measurement management
Spec:
3GPP TR 23.700-86 v0.0.0
Agenda item:
9.20
Document for:
Approval
Abstract of the contribution:  This PCR is to provide a new KI to study the Ranging and sidelink positioning service exposure to application server.
1. Reason for Change
Per FS_Ranging_SL_ARC SID WT#1.5 specified, the Ranging and sidelink positioning service is considered to be exposed to the application server. It may be used by the application server to determine corresponding requirement.

	· Work Task 1.5: Ranging and sidelink positioning service exposure to a UE or an Application Server who has requested the service;


For this WT, the potential solution should indentify what the 5GC imapcts when exposing the Ranging and sidelink positioning service are. Addtionally, it should consider what the Ranging and sidelink positioning should be exposed to application server.
2. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-86.
* * * * First Change * * * *
5.X
Key Issue #X: Ranging/Sidelink Positioning service exposure to Application server and for network assisted sidelink positioning
5.X.1
General description
Application Server may initiate the Ranging/Sidelink Positioning service request for acquiring Ranging information between 2 UEs. A Ranging/Sidelink Positioning request may also be initiated by 5G network for network assisted sidelink positioning. Application Server/5G network may request Ranging/Sidelink positioning information immediately, periodically or at a later time.
In order to enable Ranging/Sidelink positioning service exposure to Application server and for network assisted measurement management, following aspects need to be studied for the potential solutions:
-
How 5GS exposes the Ranging/Sidelink Positioning measurement management service to 5G network and Application server?
-
What are the architectural enhancements to support Ranging/Sidelink Positioning service exposure to Application server and for network assisted sidelink positioning, the required NF and NF services?
-
How to support Ranging/Sidelink Positioning request?
* * * * End of Changes * * * *
