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	[bookmark: _Hlk55138113]Reason for change:
	In existing definition, when the Registration Request is sent due to mobility outside the Registration Area and before detecting whether the network supports the feature in the new Tracking Area, the UE assumes that the network has already indicated support for Connection Release feature in the current stored Registration Area.  

However, this description “provided that the network has already indicated support for Connection Release feature in the current stored Registration Area” conflicts with the description for emergency registration
“The network shall not indicate support for any Multi-USIM feature to the UE as part of the Emergency Registration procedure.”
Hence, this description “provided that the network has already indicated support for Connection Release feature in the current stored Registration Area” is only valid when the registration is not emergency registration.


	
	

	Summary of change:
	If the UE is performing an Emergency Registration then it shall not include a Release Request Indication.

	
	

	Consequences if not approved:
	MUSIM Connection Release feature is not correct for emegency registration.
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[bookmark: _Toc19105783][bookmark: _Toc27821199]***** FIRST CHANGE *****
[bookmark: _Toc91148706][bookmark: _Toc83302148][bookmark: _Toc75441011][bookmark: _Toc20203929][bookmark: _Toc27894614][bookmark: _Toc36191681][bookmark: _Toc45192767][bookmark: _Toc47592399][bookmark: _Toc51834480][bookmark: _Toc68061667][bookmark: _Toc75348473]5.38	Support for Multi-USIM UE
[bookmark: _Toc91148708]5.38.2	Connection Release
[bookmark: _GoBack]A Multi-USIM UE may request the network to release the UE from RRC-CONNECTED state in 3GPP access for a USIM due to activity on another USIM in 3GPP access, if both UE and network indicate the Connection Release feature is supported to each other.
In the case of NAS connection release procedure, the UE indicates that it requests to be released from RRC-CONNECTED state, by initiating either a Service Request procedure over 3GPP access or a Registration procedure over 3GPP access (if case the UE needs to perform Registration Update at the same time with this network, including the case where the Registration Request is sent due to mobility outside the Registration Area, i.e. before detecting whether the network supports the feature in the new Tracking Area, provided that the network has already indicated support for Connection Release feature in the current stored Registration Area), by including a Release Request Indication. If supported by the UE and network, the UE may also provide, only together with the Release Request Indication, Paging Restriction Information, as specified in clause 5.38.5, which requests the network to restrict paging. If the UE is performing an Emergency Registration then it shall not include a Release Request Indication.
For NR/5G access, an AS method for the UE to request the network to release the UE from RRC-CONNECTED state is specified in TS 38.300 [27]. This mechanism does not allow the UE to indicate Paging Restrictions.
NOTE 1:	When both the access stratum and NAS based approaches for requesting the connection release are supported by the UE and the network, it depends on the UE implementation which of the two to use (for example: based on the preferred end state (RRC-INACTIVE or IDLE) and whether Paging Restriction Information is to be provided).
NOTE 2:	When there is no PLMN-wide support for the Connection Release feature, it can occur that upon Mobility Registration Update with Release Request indication the UE is not released by the network. The UE behaviour, when it detects that the network does not support the feature in a new RA, is outside the scope of this specification.
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