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Architectural Assumptions and Requirements description for TR23.700-62.
1	Discussion
void
2 Proposal
[bookmark: _Hlk513714389]It is proposed to update TR 23.700-62 on FS_UPEAS as follows.
* * * Start of changes * * * *
[bookmark: _Toc22214902][bookmark: _Toc23254035][bookmark: _Toc22214903][bookmark: _Toc23254036]4	Architectural Assumptions and Requirements
Editor's note:	This clause will document the Architectural Assumptions and Requirements applicable for the study.
[bookmark: _Toc92883022][bookmark: _Toc92890913]4.1	Architectural Assumptions
The architecture and framework as specified in TS23.501 [2], TS23.502 [3], and TS23.503 [4] are regarded as the baseline for the present study.
- SMF is responsible for controlling UPF packet processing.
- The UPF event exposure service can be consumed by the following NFs: PCF, NWDAF, CHF, NEF, Trusted AF, and other NFs (if needed).
- The UPF can only expose information which is originated by the UPF.
- No impact on the N3, N6, N9, N4 interfaces.
4.2	Architectural Requirements
Solutions shall build on the 5G System architectural principles as in TS 23.501 [2], including flexibility and modularity for newly introduced functionalities.
* * * End of changes * * * *
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