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[bookmark: _Hlk92889770][bookmark: _Hlk92890591]Abstract of the contribution: This contribution proposes architecture requirements and assumptions for FS_AIMLsys.
1	Discussion
The intent of this PCR is to propose the architecture requirements and assumptions for the study FS_AIMLsys. 
2 Proposal
[bookmark: _Hlk513714389]It is proposed to update TR 23.700-80 as follows

Start of Changes
[bookmark: _Toc22214903][bookmark: _Toc23254036]4.1	Architecture Requirements  
1.	The 5G system shall not be involved in the application layer control and management aspects of the application AI/ML operation.  
2.	The 5G system architecture to support the Application AI/ML operation shall be evolvable to support roaming. 
3.	The 5G system solution to support the Application AI/ML operation shall ensure the protection of user privacy.
4.	For a given application, both the Application AI/ML operation related traffic and regular 5GS traffic can be supported concurrently according to SLA and operator’s policy over the 5G system. 
5. 	Each assistance request from AF to 5G system for the Application AI/ML operation should be authorized by the 5G core.
6.	The AF should only enable or disable the assistance for the Application AI/ML operation based on the request from the 3rd party, i.e. the 5GC should not assume to enable the assistance automatically for the Application AI/ML operation just because the AF is registered with the 5G system.   
7.	The 5G UE shall be able to retract its consent anytime, the 5G system shall be notified and responds accordingly for its assistance for the Applicable AI/ML operation, e.g. termination of any on-going 5G system network resource monitoring.  
8.	The 5G system shall comply to the performance KPIs as specified in TS 22.261, clause 7.10, to support the Application AI/ML traffic.

4.2	Architecture Assumptions
1. In Rel-18, an Application AI/ML operation is conducted within a single slice.  
2. In Rel-18, there is no roaming support for Application AI/ML operation. 
3. Not all 5G UEs are capable of providing the assistance to the Application AI/ML operation. 
4. Not all 5G NFs are capable of providing the assistance to the Application AI/ML operation.

	References
[X]	3GPP TS 22.261: "Service requirements for the 5G system".
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