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Abstract: This contribution proposes a new solution on Remote UE path switching between two indirect network communication paths for UE-to-Network Relay for TR 23.700-33.
1.
Introduction
The contribution proposes a new solution for Key Issue #X about Remote UE path switching between two indirect network communication paths for UE-to-Network Relay.
2.
Proposal
It is proposed to capture the following changes into TS 23.700-33.
* * * * First change * * * *

6.X
Solution #X: Layer-3 Remote UE path switching between two indirect network communication paths based on Layer-3 Relay with N3IWF architecture
6.X.1
Description

This solution resolves Key Issue #X about Remote UE path switching between two indirect network communication paths for UE-to-Network Relay.
The Layer-3 UE-to-Network Relay with N3IWF architecture and connection management procedures are defined in TS 23.304, and the mobility of 5G ProSe Layer-3 Remote UE between Direct and Indirect Network communication path is also defined as followings:
-
When 5G ProSe Layer-3 Remote UE changes from Direct Network Communication to Indirect Network Communication path, TS 23.502 [x] clause 4.9.2.2 applies after the 5G ProSe Layer-3 Remote UE establishes PC5 connection to the 5G Layer-3 UE-to-Network Relay.

-
When 5G ProSe Layer-3 Remote UE changes from Indirect Network Communication path to Direct Network Communication, the 5G ProSe Layer-3 Remote UE follows TS 23.502 [x] clause 4.9.2.1.
The above principles can also be applied to path switching of Layer-3 Remote UE between two indirect network communication paths based on Layer-3 UE-to-Network Relay with N3IWF architecture.
6.X.2
Procedures
When Layer-3 Remote UE performs path switching between two indirect network communication path based on Layer-3 UE-to-Network Relay with N3IWF architecture, TS 23.502 [x] clause 4.9.2.2 applies after the Layer-3 Remote UE establishes PC5 connection to the Layer-3 UE-to-Network Relay.
6.X.3
Impacts on Existing Nodes and Functionality
The solution has impacts on the following entities:

UE:
-
UE needs to be able to access the network with Layer-3 UE-to-Network Relay with N3IWF architecture.
* * * * End of change * * * *
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