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	[bookmark: _Hlk55138113]Reason for change:
	In LS in (S2-2200068) Reply LS on UE capabilities indication in UPU, SA3 informs that SA3 has concluded that the user plane will be used for provisioning of SO-SNPN or PNI-NPN credentials in Rel-17. SA3 further concluded that the definition of UP and CP provisioning protocols is also out of scope of Rel-17.
[bookmark: _GoBack]Hence, the exiting description of CP based remote provisioning shall be removed.


	
	

	Summary of change:
	Remove the exiting description of CP based remote provisioning

	
	

	Consequences if not approved:
	The SA2 description is not aligned with SA3 aggremenet.
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[bookmark: _Toc91148714]5.39.1	General
The UE and the HPLMN may provide functionalities to provision or update the credentials used for NSSAA or credentials used for secondary authentication/authorization to the UE. The provisioning via UE Parameters Update procedure as defined in clause 4.20 of TS 23.502 [3] and is supported via User Plane are both supported.
Editor's note:	It is FFS whether and how the credentials can be sent from a provisioning server (e.g. using an AF) to the UDM and whether NEF is needed.
For User Plane provisioning, the UE establishes a PDU Session that is used for remote provisioning, e.g. by using DNN(s)/S-NSSAI(s) which can access the PVS. The AMF selects an SMF used for remote provisioning using the SMF discovery and selection functionality as described in clause 6.3.2. If the SMF is configured with the PVS address(es) and/or PVS FQDN(s), the SMF shall send the PVS address(es) and/or PVS FQDN(s) per DNN/S-NSSAI to the UE via PCO during PDU Session establishment procedure, based on the UE's subscribed DNN(s)/S-NSSAI(s). Alternatively, the UE may be configured with an address of a PVS or the PVS may subscribe for UE Reachability Notification and may use the Application Triggering procedure as specified in TS 23.502 [3] to trigger the UE to initiate the setup of a connection for remote provisioning.
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