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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc91148721]5.40.5	Handling when a Disaster Condition is no longer applicable
When a UE detects a Disaster Condition is no longer applicable, the UE performs PLMN selection as described in TS 23.122 [17] and TS 24.501 [47] and may return to the PLMN previously with Disaster Condition.
A PLMN providing Disaster Roaming:
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition when the Disaster Inbound Roamers attempt to transit to 5GMM-CONNECTED mode.
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by triggering Deregistration.
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by rejecting Registration.
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by rejecting Service Request.
-	Shall organise the return of the Disaster Roaming UEs in a manner that does not cause overload (e.g. of signalling) in the PLMN that previously had the Disaster Condition.
-	Stop broadcasting of providing Disaster Roaming service as specified in clause 5.40.3.
Editor's note:	Other details of the procedure used by the network to trigger the return of UEs to the PLMN that had a Disaster Condition are FFS to be determined by CT WG1.
NOTE:	Whether and how long the PLMN waits before paging the Disaster Inbound Roamers upon being notified that a Disaster Condition no longer applies is up to operator's policy.

* * * * Second change * * * *

* * * * Third change * * * *

* * * * Fourth change * * * *

* * * * Fifth change * * * *

* * * * End of changes * * * *



3GPP TSG


-


WG SA2


 


Meeting #


1


4


9


E e


-


meeting 


 


 


S2


-


2200265


 


Elbonia


, 


February 


14


 


–


 


2


5


, 202


2


 


(


revision of S2


-


2


2


0


xxxx


)


 


CR


-


Form


-


v


12.


1


 


CHANGE REQUEST


 


 


 


23.


501


 


CR


 


3479


 


rev


 


-


 


 


Current version:


 


17


.


3.0


 


 


 


For 


HELP


 


on 


using this form


: c


omprehensive instructions can be found at 


 


http://www.3gpp.org/Change


-


Requests


.


 


 


 


Proposed change


 


affects:


 


UICC apps


 


 


ME


 


X


 


Radio Access Network


 


 


Core Network


 


X


 


 


 


Title:


 


 


Delete the EN on disaster 


roaming revoking


 


 


 


Source to WG:


 


Huawei, HiSilicon


 


Source to TSG:


 


SA2


 


 


 


Work item code


:


 


MINT


 


 


Date:


 


202


2


-


0


1


-


28


 


 


 


 


 


 


Category:


 


F


 


 


Release:


 


Rel


-


17


 


 


Use 


one


 


of the following categories:


 


F


  


(correction)


 


A


  


(


mirror 


correspond


ing 


to a 


change 


in an earlier 


release)


 


B


  


(addition of feature), 


 


C


  


(functional modification of feature)


 


D


  


(editorial modification)


 


Detailed 


explanations of the above categories can


 


be found in 3GPP 


TR 21.900


.


 


Use 


one


 


of the following releases:


 


Rel


-


8


 


(Release 8)


 


Rel


-


9


 


(Release 9)


 


Rel


-


10


 


(Release 10)


 


Rel


-


11


 


(Release 11)


 


…


 


Rel


-


15


 


(


Release 15)


 


Rel


-


16


 


(Release 16)


 


Rel


-


17


 


(Release 17)


 


Rel


-


18


 


(Release 18)


 


 


 


Reason for change:


 


As agreed in 


C1


-


217209


, CT1 has a conclusion on 


handling when a 


Disaster Condition is no longer applicable


, such as:


 


1.


 


” 


If the network de


-


registration is 


triggered for a UE supporting MINT due to a 


disaster condition no longer being applicable, the network shall set the 5GMM 


cause value to #11 "PLMN not allowed" and may include a disaster return wait 


range in the Disaster return wait range IE in the DEREGIS


TRATION REQUEST 


message


.”


 


2.


 


“


If the service request from a UE supporting MINT is rejected due to a disaster 


condition no longer being applicable, the network shall set the 5GMM cause 


value to #11 "PLMN not allowed" or #13 "Roaming not allowed in this trackin


g 


area" and may include a disaster roaming wait range in the Disaster return wait 


range IE in the SERVICE REJECT message.


”


 


3.


 


If the mobility and periodic registration update request from a UE supporting 


MINT is rejected due to a disaster condition no longer 


being applicable, the 


network shall set the 5GMM cause value to #11 "PLMN not allowed" or #13 


"Roaming not allowed in this tracking area" and may include a disaster return 


wait range in the Disaster return wait range IE in the REGISTRATION REJECT 


message.


 


and so on…


 


It is proposed to delete the related EN to align with CT1.


 


 


 


Summary of change


:


 


Delete the EN and add the description on SR 


and Registration 


rejecting to 


trigger the Disaster Inbound Roaming UEs to return to the PLMN previously.


 


 


 


Consequences if not 


approved:


 


Not aligned with CT1.


 


 


 


Clauses affected:


 


5.40.5


 


 


 


 


Y


 


N


 


 


 


Other specs


 


X


 


 


 


Other core specifications


 


 


TS


23.502


 


CR 


3332


 




3GPP TSG - WG SA2   Meeting # 1 4 9 E e - meeting      S2 - 2200265   Elbonia ,  February  14   –   2 5 , 202 2   ( revision of S2 - 2 2 0 xxxx )  

CR - Form - v 12. 1  

CHANGE REQUEST  

 

 23. 501  CR  3479  rev  -    Current version:  17 . 3.0   

 

For  HELP   on  using this form : c omprehensive instructions can be found at    http://www.3gpp.org/Change - Requests .  

 

 

Proposed change   affects:  UICC apps   ME  X  Radio Access Network   Core Network  X  

 

 

Title:    Delete the EN on disaster  roaming revoking  

  

Source to WG:  Huawei, HiSilicon  

Source to TSG:  SA2  

  

Work item code :  MINT   Date:  202 2 - 0 1 - 28  

     

Category:  F   Release:  Rel - 17  

 Use  one   of the following categories:   F    (correction)   A    ( mirror  correspond ing  to a  change  in an earlier  release)   B    (addition of feature),    C    (functional modification of feature)   D    (editorial modification)   Detailed  explanations of the above categories can   be found in 3GPP  TR 21.900 .  Use  one   of the following releases:   Rel - 8   (Release 8)   Rel - 9   (Release 9)   Rel - 10   (Release 10)   Rel - 11   (Release 11)   …   Rel - 15   ( Release 15)   Rel - 16   (Release 16)   Rel - 17   (Release 17)   Rel - 18   (Release 18)  

  

Reason for change:  As agreed in  C1 - 217209 , CT1 has a conclusion on  handling when a  Disaster Condition is no longer applicable , such as:   1.   ”  If the network de - registration is  triggered for a UE supporting MINT due to a  disaster condition no longer being applicable, the network shall set the 5GMM  cause value to #11 "PLMN not allowed" and may include a disaster return wait  range in the Disaster return wait range IE in the DEREGIS TRATION REQUEST  message .”   2.   “ If the service request from a UE supporting MINT is rejected due to a disaster  condition no longer being applicable, the network shall set the 5GMM cause  value to #11 "PLMN not allowed" or #13 "Roaming not allowed in this trackin g  area" and may include a disaster roaming wait range in the Disaster return wait  range IE in the SERVICE REJECT message. ”   3.   If the mobility and periodic registration update request from a UE supporting  MINT is rejected due to a disaster condition no longer  being applicable, the  network shall set the 5GMM cause value to #11 "PLMN not allowed" or #13  "Roaming not allowed in this tracking area" and may include a disaster return  wait range in the Disaster return wait range IE in the REGISTRATION REJECT  message.   and so on…   It is proposed to delete the related EN to align with CT1.  

  

Summary of change :  Delete the EN and add the description on SR  and Registration  rejecting to  trigger the Disaster Inbound Roaming UEs to return to the PLMN previously.  

  

Consequences if not  approved:  Not aligned with CT1.  

  

Clauses affected:  5.40.5  

  

 Y  N    

Other specs  X     Other core specifications    TS 23.502   CR  3332  

