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Abstract: This contribution proposes a scenario for KI#1 Accessing EHE in a VPLMN when roaming.
1. Proposal
This contribution proposes to implement the following updates to TS 23.700-48.
* * * Start of Change (all new text)* * *
5.1.2.X Scenario X: Session Breakout in V-PLMN for Home Routed Session (VSBO)

When roaming, the UE establishes a Home Routed Session that is capable of supporting session breakout in V-PLMN based on the subscription. In this scenario, the Home PLMN and Visited PLMN have an agreement on the support of the session breakout for the home routed session. 

1) During the establishment of Home Routed PDU Session, Home PLMN allows the roaming UE to access the local part of DN identified by DNN based on its HPLMN subscription. 

2) V-SMF in V-PLMN executes the session breakout procedure for the UE to access the local part of DN where the EAS in EHE is located in VPLMN. This can be triggered by the EAS discovery procedure using V-EASDF.

3) Through a Home Routed Session, the UE can access EAS deployed in EHE in VPLMN while the UE can also access the Home DN in the Home PLMN.


[image: image1.emf]Home DN

UE

AN

UPF

(ULCL/BP)

AMF

V-SMF

V-PCF

AF

H-UPF

(C-PSA)

NRF

N3

Namf

Nsmf

Npcf

Nnrf

Naf

H-SMF

Nsmf

NEF

Nnef

V-EASDF

Neasdf

Local part of DN

EAS

UPF

(L-PSA)

H-PCF

Npcf

N6

UDM

Nudm

VPLMN

HPLMN

V-UPF


Figure 5.1.2-1: architectural consideration for visited session breakout[image: image2.png]
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