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[bookmark: _Hlk514274591]1		Discussion
A new key issue is proposed for the following Work Task:

-	#6: Investigate how to support standardized and operator-specific traffic categories in the traffic descriptor of URSP.

This work task was triggered based on an LS provided by GSMA (in S2-2105356). GSMA requested 3GPP to provide means for a UE to be able differentiate application traffic based on a traffic category. 
One example is:
-	Traffic for an application classed as “Enterprise” traffic category would be matched to a specific URSP rule that routes traffic to a PDU session dedicated for “Enterprise” applications (i.e. a specific slide and/or DNN). 

In addition, the LS from GSMA requested to support both MNO-assigned and/or standardized traffic categories.

As part of this KI the following should be studied:
-	How does the UE associate a traffic category to application traffic. The following objective supports both operator-specific and standardised traffic categories.
-	How to configure URSP rules including traffic categories 

2		Proposal
The following KI is proposed.
******************************** First change *******************************
[bookmark: _Toc50536656][bookmark: _Toc50575409]x.1	Key Issue #X: Supporting traffic categories in URSP rules 
x.1.1 		Description
GSMA requested 3GPP to provide means for a UE to be able differentiate application traffic based on a traffic category. 
One example is:
-	Traffic for an application classed as “Enterprise” traffic category would be matched to a specific URSP rule that routes traffic to a PDU session dedicated for “Enterprise” applications (i.e. a PDU session of specific slice and/or DNN used for enterprise services). 

In addition, based on the GSMA requirements, both MNO-assigned and/or standardized traffic categories must be supported.

As part of this KI the following should be studied:
-	How does the UE associate a traffic category to application traffic. The following objective supports both MNO-assigned and standardised traffic categories.
-	How to configure URSP rules including traffic categories 
******************************** End of change *******************************
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