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1. Overall Description:
SA2 would like to thank RAN2 for the LS. In the LS, RAN2 make an assumption as following:
RAN2 assumes maximum 12 TACs per NR NTN cell, including same or different PLMNs, can be broadcast. 
In order to size this signalling, RAN2 would like to ask for feedback on the expected size of the earth-fixed tracking area and the maximum number of TACs from the same or different PLMN that needs to be broadcast in a radio cell.
SA2 would like to provide the following feedback:
The broadcast information is invisible to SA2, it seems appropriate to broadcast maximum 12 TACs per satellite cell.
From SA2’s view, NG-RAN selects an AMF corresponds to severing PLMN as described in clause 6.3.5 of TS 23.501. Based on PLMN support list received from the AMF during NG Setup procedure or AMF Configuration Update procedure as described in clause 8.7 of TS 38.413 and the fact that AMF can’t understand TAI(s) which don’t belong to its PLMN support list, it is enough and reasonable for the NG-RAN to send only TAC(s) correspond to PLMN support list within User Location Information. The agreed CR can be found in the second change of S2-2200937(CR3549).

2. Actions:
To RAN2, RAN3 group.
ACTION: 	SA2 kindly asks RAN2, RAN3 group to take into account the above information.

3. Date of Next TSG SA WG2 Meetings:
See https://portal.3gpp.org/Home.aspx?tbid=385&SubTB=385#/

