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Abstract of the contribution: This document proposes KI for FS_SUECR
1	Discussion
This key issue is proposed based on approved WT of FS_SUECR study.  
2 Proposal
[bookmark: _Hlk513714389]It is proposed to update TR 23.700-61 as follows:
*** BEGIN CHANGES ***
[bookmark: _Toc22214903][bookmark: _Toc23254036]5	Key Issues
[bookmark: _Toc435670433][bookmark: _Toc436124703][bookmark: _Toc509905226][bookmark: _Toc510604403][bookmark: _Toc22214904][bookmark: _Toc23254037]5.X	Key Issue #X: <Key Issue Title>Determination of unavailability period in 5GS for the UE.
[bookmark: _Toc22214905][bookmark: _Toc23254038]5.X.1	Description

[bookmark: _GoBack]To execute few events, for example OS upgrade, silent reset at modem or Modem SW updates (also commonly called as binary updates) there are 3 parties involved: device manufacture, operator and application function. Once the UE downloads the binary when exactly UE performs the upgrade is left for the UE implementation, some UE implementations seek user input but no inputs are taken from operator or application function. These UEs becomes unavailable in the order of minutes whenever such operations are performed by the UE. As UEs become unavailable without prior knowledge of core network and application function, it can impact the critical operations of application server if UE is responsible for it during the unavailability period. From 5GC perspective execution of this events during the peak traffic time of the network is not desirable. Further, given that deregistration and initial registration procedures are core network operations it is desirable for network to have a control of when such procedures are executed. Thus, there is a need to determine unavailability period for the UE by the 5GS which can have least impact to 5GC or the application function.
The present key issue shall study:
a)	Whether and how an unavailability period is determined in 5GS for the UE.
b)	Whether and how an unavailability period is notified to the UE.
c)	Study the expected UE actions (if any) based on determined unavailability period in 5GS.

*** END CHANGES ***
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