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Abstract of the contribution: This contribution proposes key issue for FS_eUEPO. 
1. Discussion

Although the handling of UE policies (i.e., URSP) interworking in 5GS and EPS has been specified in TS 24.526, there are networks without ANDSF deployments or the UE will not be able to receive URSP in EPC. In such cases, there is discrepancy in UE behaviour when it is under EPC coverage as it is lacking policies for the EPC side and the UE policies cannot be updated.
This key issue will look into the aspect on how to provision the UE with consistent URSP in EPS.
2. Proposal
This contribution proposes a key issue for FS_eUEPO.
* * * Start of changes * * * *

5.X
Key Issue #X: Provision consistent URSP to UE across 5GS and EPS 
5.X.1
Description

The UE may use the route selection component (e.g., DNN) in a URSP rule in EPS, but when the URSP rule is updated at network side, there is no way to provision the URSP rule to UE in EPS based on current design. The different scenarios of provisioning the UE with URSP in EPS will be defined, according to the existing Rel-17 23.501, 23.502 and 23.503 TSs and considered in order to configure the UE with consistent URSP across EPS and 5GS. This key issue is to study how to support provisioning of URSP to a UE that is consistent across 5GC and EPC, including:
· Identify the use cases and scenarios where the UE may need URSP that is consistent across 5GC and EPC.

· Study whether there are any issues and gaps in the existing URSP mapping mechanism described in TS 23.501 clause 5.17.1.2, if so, identify them and propose solutions.
· Whether, when and how to provision the URSP to UE when served by the EPC and ANDSF is not deployed in the network. For the Rel-15 UEs not supporting the URSP mapping in EPS, whether the URSP updating/provisioning to such UEs in EPS should be supported.   
NOTE X: No new interface will be defined in EPC to solve this key issue.
* * * End of changes * * * *
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