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Abstract of the contribution: This paper proposes a KI to address the GSMA requirement on Operator specific traffic categories in URSP.
Discussion

GSMA NG 5GJA has profiled the use of URSP in GSMA PRD NG.114 and NG.113 based on the currently supported URSP functionality in 3GPP TS 23.503 and in 3GPP TS 24.526. 

GSMA NG 5GJA has discussed the need to support standardized and MNO-specific traffic categories in the traffic descriptor in URSP. Examples of traffic categories to be standardized are:

-
Enterprise: traffic from one or more applications related to Enterprise service 

-
Gaming: traffic from one or more applications related to Gaming service, e.g., with low latency requirement

-
Video Streaming: traffic from one or more applications related to Video Streaming, e.g., HD video streaming, 4K video streaming
A given traffic category can be used by more than one application simultaneously, and one application can simultaneously use more than one traffic category.
Study Item objective #6 aims to investigate how to support standardized and operator-specific traffic categories in the traffic descriptor of URSP.
Proposal

Add the following KI to TR 23.700‑85.
*** BEGIN CHANGES ***
5.x1
Key Issue #X1: Support standardized and operator-specific traffic categories in URSP
5.x1.1
Description

Based on GSMA requirement (LS in S2-2105356), SA2 will investigate how to support traffic categories in the traffic descriptor of URSP. Following aspects will be considered:
-
Definition of Traffic Category use cases and how to support both standardized traffic categories and MNO-specific traffic categories. If standardized values for traffic categories are defined, what are the various traffic categories that need to be standardized.
-
Whether the existing URSP design can be used to support the traffic category. If not, how to support traffic category in the traffic descriptor of a URSP rule. 

NOTE 1:
Traffic categories should support mechanisms that enable the UE to uniquely identify and categorize the traffic generated by any active application in a consistent manner across UE implementations.

NOTE 2:
3GPP will coordinate with GSMA for the definition of traffic category, its use cases and the traffic categories GSMA may want to standardize.
*** END CHANGES ***
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