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Abstract of the contribution: This contribution proposes to resolve EN on the term used for UE-to-UE Relaying.
1. Discussions 
For UE-to-UE relaying, TR 23.700-33 v0.1.1 includes the following terms:
5G ProSe U2U UE: A 5G ProSe-enabled UE that discovers or is discovered by a 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay; or a 5G ProSe-enabled UE that communicates with other 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay.

5G ProSe UE-to-UE Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity between 5G ProSe U2U UEs.

Editor's note:
Terms related to UEs that are involved in UE-to-UE Relay operation need to be revisited and finalized.

If “U2U UE” is spelled out, it represents “UE-to-UE UE”, which does not provide much information what role such UE has in the U2U relaying.
For UE-to-Network relaying, TS 23.304 has specified the following terms:
5G ProSe UE-to-Network Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity to the network for 5G ProSe Remote UE(s).

5G ProSe Remote UE: A 5G ProSe-enabled UE that communicates with a DN via a 5G ProSe UE-to-Network Relay.

To provide a more informative term, and also to have comparable definition with UE-to-Network relaying, it is proposed to replace “5G ProSe U2U UE” with “5G ProSe U2U Relay-assisted UE”. 
2. Proposal

It is proposed to adopt the following change in TR 23.700-33 v0.1.1.   

*** Start of the change ***

3.1
Terms
For the purposes of the present document, the terms given in TR 21.905 [1] and TS 23.304 [3] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] and TS 23.304 [3].

5G ProSe U2U Relay-assisted UE: A 5G ProSe-enabled UE that discovers or is discovered by a 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay; or a 5G ProSe-enabled UE that communicates with other 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay.
5G ProSe UE-to-UE Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity between 5G ProSe U2U Relay-assisted UEs.

*** End of the change ***
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