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FIRST CHANGE
[bookmark: _Toc20204216][bookmark: _Toc27894908][bookmark: _Toc36191988][bookmark: _Toc45193078][bookmark: _Toc47592710][bookmark: _Toc51834797][bookmark: _Toc91153830][bookmark: _Toc91154845][bookmark: _Toc83357755]5.27.1.2.2.1	Distribution of gPTP Sync and Follow_Up messages
The mechanisms for distribution of TSN GM clock and time-stamping described in this clause are according to IEEE Std 802.1AS [104].
NOTE 1:	It means Externally-observable behaviour of the 5GS bridge needs to comply with IEEE Std 802.1AS [104].
For downlink Time Synchronization, upon reception of a downlink gPTP message from NW-TT port in Follower state, the NW-TT makes an ingress timestamping (TSi) for each gPTP event (Sync) message and uses the cumulative rateRatio received inside the gPTP message payload (carried within Sync message for one-step operation or Follow_up message for two-step operation) to calculate the link delay from the upstream TSN node (gPTP entity connected to NW-TT) expressed in TSN GM time as specified in IEEE Std 802.1AS [104]. NW-TT then calculates the new cumulative rateRatio (i.e. the cumulative rateRatio of the 5GS) as specified in IEEE Std 802.1AS [104] and modifies the gPTP message payload (carried within Sync message for one-step operation or Follow_up message for two-step operation) as follows:
-	Adds the link delay from the upstream TSN node in TSN GM time to the correction field.
-	Replaces the cumulative rateRatio received from the upstream TSN node with the new cumulative rateRatio.
-	Adds TSi in the Suffix field of the gPTP packet as described in clause H.2.
The UPF/NW-TT uses the ingress port number of the NW-TT, and domainNumber and sdoId in the received gPTP message to assign the gPTP message to a PTP instance in the NW-TT. If the NW-TT does not have a matching PTP instance, the UPF/NW-TT discards the message. The UPF/NW-TT then forwards the gPTP message from TSN network to the PTP ports in DS-TT(s) in Leader state within this PTP instance via PDU sessions terminating in this UPF that the UEs have established to the TSN network. The UPF/NW-TT also forwards the gPTP message to the PTP ports in NW-TT in Leader state within this PTP instance. All gPTP messages are transmitted on a QoS Flow that complies with the residence time upper bound requirement specified in IEEE Std 802.1AS [104].
NOTE 2:	Leader and Follower terms in this specification maps to Master and Slave terms respectively for (g)PTP time synchronization as specified in IEEE Std 802.1AS [104] and IEEE Std 1588 [126]. This terminology can require update depending on the IEEE 1588 WG response to SA WG2.
NOTE 3:	The sum of the UE-DS-TT residence time and the PDB of the QoS Flow needs to be lower than the residence time upper bound requirement for a time-aware system specified in IEEE Std 802.1AS [104] in the following cases:
a)	If the PTP port in DS-TT is in Follower state and a PTP port in the NW-TT is in Leader state; or 
b)	a PTP port in DS-TT is in Leader state and a PTP port in NW-TT is in Follower state.
NOTE 4:	If the PTP port in DS-TT is in a Follower state, and a PTP port in another DS-TT is in Leader state, then the sum of the residence time for these two DS-TT ports and the PDB of the QoS flow of the two PDU Sessions needs to be lower than the residence time upper bound requirement for a time-aware system specified in IEEE Std 802.1AS [104].
A UE receives the gPTP messages and forwards them to the DS-TT. The DS-TT then creates egress timestamping (TSe) for the gPTP event (Sync) messages for external TSN working domains. The difference between TSi and TSe is considered as the calculated residence time spent within the 5G system for this gPTP message expressed in 5GS time. The DS-TT then uses the rateRatio contained inside the gPTP message payload (carried within Sync message for one-step operation or Follow_up message for two-step operation) to convert the residence time spent within the 5GS in TSN GM time and modifies the payload of the gPTP message that it sends towards the downstream TSN node (gPTP entity connected to DS-TT) as follows:
-	Adds the calculated residence time expressed in TSN GM time to the correction field.
-	Removes Suffix field that contains TSi.
If the ingress DS-TT has indicated support of the IEEE Std 802.1AS [104] PTP profile as described in clause K.2.1 and the network has configured a PTP instance with the IEEE Std 802.1AS [104] PTP profile for the ingress DS-TT, the ingress DS-TT performs the following operations for received UL gPTP messages for the PTP instance:
-	Adds the link delay from the upstream TSN node (gPTP entity connected to DS-TT) in TSN GM time to the correction field.
-	Replaces the cumulative rateRatio received from the upstream TSN node (gPTP entity connected to DS-TT) with the new cumulative rateRatio.
-	Adds TSi in the Suffix field of the gPTP packet.
The UE transparently forwards the gPTP message from DS-TT to the UPF/NW-TT. If the ingress DS-TT port is in Passive state, the UPF/NW-TT discards the gPTP messages. If the ingress DS-TT port is in Follower state, the UPF/NW-TT forwards the gPTP messages as follows:
-	In the case of synchronizing end stations behind NW-TT, the egress port is in UPF/NW-TT. For the received UL gPTP messages, the egress UPF/NW-TT performs the following actions:
-	Adds the calculated residence time expressed in TSN GM to the correction field.
-	Removes Suffix field that contains TSi.
-	In the case of synchronizing TSN end stations behind DS-TT, the egress TT is DS-TT of the other UE, and the UPF/NW-TT uses the port number of the ingress DS-TT, and domainNumber and sdoId in the received gPTP message to assign the gPTP message to a PTP instance in the NW-TT. If the NW-TT does not have a matching PTP instance, the UPF/NW-TT discards the message. The UPF/NW-TT then forwards the received UL gPTP message to the PTP ports in DS-TT(s) in Master Leader state within this PTP instance. The egress DS-TT performs same actions as egress UPF/NW-TT in previous case.
SECOND CHANGE
5.27.1.2.2.2	Distribution of PTP Sync and Follow_Up messages
This clause applies if DS-TT and NW-TT support distribution of PTP Sync and Follow_Up messages. PTP support by DS-TT and NW-TT may be determined as described in clause K.2.1.
The mechanisms for distribution of PTP GM clock and time-stamping described in this clause are according to IEEE Std 1588 [126] for Transparent clock and for the case of Boundary clock when the GM is external, where the originTimestamp (or preciseOriginTimestamp) is not updated by the 5GS as described by the exemption in clause 5.27.1.1. If the 5GS acts as the GM with a PTP instance type Boundary clock, then the 5GS updates the originTimestamp (or preciseOriginTimestamp in case of two-step operation) with the 5GS internal clock, as described in clause 5.27.1.7.
NOTE 1:	This means externally-observable behaviour of the PTP instance in 5GS needs to comply with IEEE Std 1588 [126].
Upon reception of a PTP event message from the upstream PTP instance, the ingress TT (i.e. NW-TT or DS-TT) makes an ingress timestamping (TSi) for each PTP event (i.e. Sync) message.
The PTP port in the ingress TT measures the link delay from the upstream PTP instance as described in clause H.4.
The PTP port in the ingress TT modifies the PTP message payload (carried within Sync message for one-step operation or Follow_Up message for two-step operation) as follows:
-	(if the PTP port in the ingress TT has measured the link delay) Adds the measured link delay from the upstream PTP instance in PTP GM time to the correction field.
-	(if the PTP port in the ingress TT has measured the link delay and rateRatio is used) Replaces the cumulative rateRatio received from the upstream PTP instance with the new cumulative rateRatio.
-	Adds TSi in the Suffix field of the PTP message as described in clause H.2.
NOTE 2:	If the 5GS is configured to use the Cumulative frequency transfer method for synchronizing clocks as described in clause 16.10 in IEEE Std 1588 [126], i.e. when the cumulative rateRatio is measured, then the PTP port in the ingress TT uses the cumulative rateRatio received inside the PTP message payload (carried within Sync message for one-step operation or Follow_Up message for two-step operation) to correct the measured link delay to be expressed in PTP GM time as specified in IEEE Std 1588 [126]. The PTP port in the ingress TT then calculates the new cumulative rateRatio (i.e. the cumulative rateRatio of the 5GS) as specified in IEEE Std 1588 [126].
NOTE 3:	If 5GS acts as an end-to-end Transparent Clock, since the end-to-end Transparent Clock does not support peer-to-peer delay mechanism, the residence time can be calculated with the residence time spent within the 5GS in 5G GM time and if needed, with a correction factor, for instance, as specified in Equation (6) of clause 12.2.2 of IEEE Std 1588 [126], this gives a residence time expressed in PTP GM time that is used to update the correction field of the received PTP Sync or Follow_Up message.
The PTP port in the ingress TT then forwards the PTP message to the UPF/NW-TT. The UPF/NW-TT further distributes the PTP message as follows:
-	If the 5GS is configured to operate as Boundary Clock as described in IEEE Std 1588 [126], the UPF/NW-TT uses the port number of the ingress DS-TT and domainNumber and sdoId in the received PTP message to assign the PTP message to a PTP instance in the NW-TT. If the NW-TT does not have a matching PTP instance, the UPF/NW-TT discards the message. The UPF/NW-TT then regenerates the Sync and Follow_Up (for two-step operation) messages based on the received Sync and Follow_Up messages for the PTP ports in Master Leader state in NW-TT and DS-TT(s) within this PTP instance. The NW-TT/UPF forwards the regenerated Sync and Follow_Up (for two-step operation) messages to the Leader ports in NW-TT and the PDU session(s) related to the Master Leader ports in the DS-TT(s) within this PTP instance.
-	If the 5GS is configured to operate as a Transparent Clock as described in IEEE Std 1588 [126], the UPF/NW-TT uses the port number of the ingress TT and domainNumber and sdoId in the received PTP message to assign the PTP message to a PTP instance in the NW-TT. If the NW-TT does not have a matching PTP instance, the UPF/NW-TT discards the message. The UPF/NW-TT then forwards the received Sync messages to PTP ports in DS-TT(s) within this PTP instance via corresponding PDU Sessions terminating to this UPF, and to NW-TT ports within this PTP instance, except toward the ingress PTP port in the ingress TT.
NOTE 4:	If 5GS acts as a Transparent Clock, the 5GS does not maintain the PTP port states; the ingress PTP messages received on a PTP Port are retransmitted on all other PTP Ports of the Transparent Clock subject to the rules of the underlying transport protocol.
NOTE 5:	Due to the exemption described in clause 5.27.1.1, when the PTP instance in 5GS is configured to operate as a Boundary Clock, the 5GS does not need to synchronize its Local PTP Clock to the external PTP grandmaster. The PTP instance in 5GS measures the link delay and residence time and communicates these in a correction field. The externally observable behaviour of 5GS still conforms to the specifications for a Boundary Clock as described in IEEE Std 1588 [126].
The PTP port in the egress TT then creates egress timestamping (TSe) for the PTP event (i.e. Sync) messages for external PTP network. The difference between TSi and TSe is considered as the calculated residence time spent within the 5G system for this PTP message expressed in 5GS time.
The PTP port in the egress TT then uses the rateRatio contained inside the PTP message payload (if available, carried within Sync message for one-step operation or Follow_Up message for two-step operation) to convert the residence time spent within the 5GS in PTP GM time.
The PTP port in the egress TT modifies the payload of the PTP message (Sync message for one-step operation or Follow_Up message for two-step operation) that it sends towards the downstream PTP instance as follows:
-	Adds the calculated residence time to the correction field.
-	Removes Suffix field of the PTP message that contains TSi.
NOTE 6:	If 5GS acts as an end-to-end Transparent Clock, since the end-to-end Transparent Clock does not support peer-to-peer delay mechanism, the residence time is calculated with the residence time spent within the 5GS in 5G GM time and, if needed, corrected for instance with the factor as specified in Equation (6) of clause 12.2.2 of IEEE Std 1588 [126] to get it expressed in PTP GM time. The residence time is used to update the correction field of the received PTP event (e.g. Sync or Follow_Up) message.

THIRD CHANGE
[bookmark: _Toc91148552]5.27.1.6	Distribution of Announce messages and best master clock selection
The procedure described in this clause is applicable if DS-TT and NW-TT support operating as a Boundary Clock described in IEEE Std 1588 [126] or as a time-aware system (support of the IEEE 802.1AS [104] PTP profile) and when the PTP instance in 5GS is configured to operate as a time-aware system or as a Boundary Clock. Whether DS-TT/NW-TT support operating as a Boundary Clock or as a time-aware system may be determined as described in clause K.2.1.
The externally-observable behaviour of the Announce message handling by 5GS needs to comply with IEEE Std 802.1AS [104] or IEEE Std 1588 [126], respective to the configured mode of operation.
The DS-TT forwards the received Announce messages to NW-TT over User plane. The NW-TT port forwards the received Announce messages from N6 interface to NW-TT.
The NW-TT maintains the PTP port state for each DS-TT port and NW-TT port. The PTP port states may be determined by NW-TT either via:
-	Method a), BMCA procedure.
-	Method b), local configuration.
When Method b) is used, the following applies:
-	When the PTP GM is external to the 5GS, for one of the NW-TT or DS-TT ports (per each PTP domain) the PTP port state is Follower and for all other NW-TT and DS-TT ports of the same PTP domain the PTP port state is set either to Passive or Leader (depending on implementation).
-	When the 5GS is configured as a grandmaster for a (g)PTP domain for the connected networks, all NW-TT ports and DS-TT ports are set to Leader state for that (g)PTP domain.
The local configuration of PTP port states in DS-TT and NW-TT for Method b is described in clause K.2.
When the Method a) is used (PTP port states are determined by BMCA procedure), the NW-TT needs to process the received Announce messages (from NW-TT port(s) and over user plane from the DS-TT(s)) for BMCA procedure, determine port states within the 5GS, and maintain the Leader-Follower hierarchy.
The DS-TT maintains the Disabled, Initializing and Faulty (if applicable) state for the PTP ports in DS-TT. While in Disabled, Initializing or Faulty state, the port in the DS-TT discards any (g)PTP messages it may receive from the upstream PTP instance or from the NW-TT via user plane.
When the 5GS Clock is determined as a grandmaster for a (g)PTP domain, the Announce messages are distributed as described in clause 5.27.1.7.
When the grandmaster is external to the 5GS, the NW-TT regenerates the Announce messages based on the Announce messages received from Follower port in NW-TT or DS-TT for the Master Leader ports in NW-TT and DS-TT(s). The NW-TT/UPF forwards the regenerated Announce messages to the PDU session(s) related to the Master Leader ports in the DS-TT(s).
NOTE 1:	The TSN AF or TSCTSF can use the portDS.portState in the "Time synchronization information for each DS-TT port" element in UMIC to read and get notified for the port state changes for the PTP ports in DS-TT(s), and the portDS.portState in PMIC to read and get notified for the port state changes for the PTP ports in NW-TT. Based on the change of the port states, TSN AF or TSCTSF can determine that an external Grandmaster PTP Instance is found to be used instead of the GM in 5GS, or the GM in 5GS is selected as the Grandmaster PTP Instance, and TSN AF or TSCTSF can disable or enable the (g)PTP grandmaster functionality in DS-TT(s), respectively.
NOTE 2:	The TSN AF or TSCTSF can use the portDS.portState in PMIC to read and get notified for the port state changes for the PTP ports in DS-TT for the port state Disabled, Initializing or Faulty (if applicable). The TSCTSF or TSN AF can use the portDS.portEnable to indicate to the NW-TT that the DS-TT port is disabled. This avoids unnecessary (g)PTP traffic over User Plane to a DS-TT port in Disabled, Initializing or Faulty state.

FOURTH CHANGE
[bookmark: _Toc45184112][bookmark: _Toc47342954][bookmark: _Toc51769656][bookmark: _Toc91148835]7.2.8	NEF Services
The following NF services are specified for NEF:
Table 7.2.8-1: NF Services provided by NEF
	Service Name
	Description
	Reference in TS 23.502 [3] or other TS

	Nnef_EventExposure
	Provides support for event exposure.
	5.2.6.2

	Nnef_PFDManagement
	Provides support for PFDs management.
	5.2.6.3

	Nnef_ParameterProvision
	Provides support to provision information which can be used for the UE in 5GS.
	5.2.6.4

	Nnef_Trigger
	Provides support for device triggering.
	5.2.6.5

	Nnef_BDTPNegotiation
	Provides support for background data transfer policy negotiation and optionally notification for the renegotiation.
	5.2.6.6

	Nnef_TrafficInfluence
	Provide the ability to influence traffic routing.
	5.2.6.7

	Nnef_ChargeableParty
	Requests to become the chargeable party for a data session for a UE.
	5.2.6.8

	Nnef_AFsessionWithQoS
	Requests the network to provide a specific QoS for an AS session.
	5.2.6.9

	Nnef_MSISDN-less_MO_SMS
	Used by the NEF to send MSISDN-less MO SM to the AF.
	5.2.6.10

	Nnef_ServiceParameter
	Provides support to provision service specific information.
	5.2.6.11

	Nnef_APISupportCapability
	Provides support for awareness on availability or expected level of a service API.
	5.2.6.12

	Nnef_NIDDConfiguration
	Used for configuring necessary information for data delivery via the NIDD API.
	5.2.6.13

	Nnef_NIDD
	Used for NEF anchored MO and MT unstructured data transport.
	5.2.6.14

	Nnef_SMContext
	Provides the capability to create, update or release the SMF-NEF Connection.
	5.2.6.15

	Nnef_AnalyticsExposure
	Provides support for exposure of network analytics.
	5.2.6.16

	Nnef_UCMFProvisioning
	Provides the ability to configure the UCMF with dictionary entries consisting of UE manufacturer-assigned UE Radio Capability IDs, the corresponding UE radio capabilities, the corresponding UE Radio Capability for Paging and the (list of) associated IMEI/TAC value(s) via the NEF. The UE radio capabilities the NEF provides for a UE radio Capability ID can be in TS 36.331 [51] format, TS 38.331 [28] format or both formats. Also used for deletion (e.g. as no longer used) or update (e.g. to add or remove a (list of) IMEI/TAC value(s) associated to an entry) of dictionary entries in the UCMF.
	5.2.6.17

	Nnef_ECRestriction
	Provides support for queuing status of enhanced coverage restriction, or enable/disable enhanced coverage restriction per individual UEs.
	5.2.6.18

	Nnef_ApplyPolicy
	Provides the capability to apply a previously negotiated Background Data Transfer Policy to a UE or a group of UEs.
	5.2.6.19

	Nnef_Location
	Provides the capability to deliver UE location to AF.
	5.2.6.21

	Nnef_AMInfluence
	Provides the ability to influence access and mobility management related policies for one or multiple UEs.
	5.2.6.22

	Nnef_AMPolicyAuthorization
	Provides the ability to provide inputs that can be used by the PCF for deciding access and mobility management related policies.
	5.2.6.23

	Nnef_AKMA
	AKMA Application Key derivation service.
	TS 33.535 [124]

	Nnef_Authentication
	This service enables the consumer to authenticate and authorize the Service Level Device Identity as described in TS 23.256 [136].
	TS 23.256 [136]

	Nnef_TimeSynchronization
	Provides the ability to support for (g)PTP based time synchronization service.
	5.2.6.25

	Nnef_EASDeployment
	EAS deployment service.
	5.2.6.26

	Nnef_UEId
	UE Identifier service, which supports to retrieve AF specific UE Identifier based on UE address.
	5.2.6.27

	Nnef_MBSTMGI
	Allows AF to request allocation/deallocation of TMGI(s) for MBS Session.
	TS 23.247 [129]

	Nnef_MBSSession
	Allows AF to create, update and delete MBS Session.
	TS 23.247 [129]

	Nnef_ASTI
	Provides the ability to influence 5G access stratum based time distribution configuration.
	5.2.6.28





FIFTH CHANGE	Comment by Nokia: Modifying the reference in TS 23.502 to the service operation description as in other tables of 23.501 (e.g., NEF table  in 7.2.8) instead of the procedure section
[bookmark: _Toc91148855]7.2.26	TSCTSF Services
The following NF services are specified for TSCTSF.
Table 7.2.26-1: NF Services provided by TSCTSF
	Service Name
	Description
	Reference in TS 23.502 [3]

	Ntsctsf_TimeSynchronization
	Provides support for time synchronization service based on (g)PTP or 5G access stratum time distribution method as described in clause 4.4.8.3. Allows the NF consumer to subscribe for the UE and 5GC capabilities for (g)PTP or 5G access stratum based time synchronization service. Allows the NF consumer to configure the UEs and the 5GC for the (g)PTP or 5G access stratum based time synchronization service.
	4.15.95.2.27.2

	Ntsctsf_QoSand TSCAssistance
	Allows the NF consumer to provide QoS parameters and information to create TSC Assistance Container.
	4.15.6.65.2.27.3

	Ntsctsf_ASTI
	Provides support for time synchronization service based on 5G access stratum time distribution method as described in clause 4.4.8.3. Allows the NF consumer to configure the UEs and the 5GS for the 5G access stratum based time synchronization service.
	5.2.27.4
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