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Abstract: The solution addresses KI#7: Obtain and maintain mapping table between IP address/IP range with DNAI.
1. Introduction/Discussion
In SA2#149E, KI#7: Obtain and maintain mapping table between IP address/IP range with DNAI was approved. For this KI, the following issues shall be studied:
-	what information the AF should provide to 5GC (e.g., IP address or range thereof (i.e.IPv4 subnetwork and IPv6 prefixes) , FQDN) and how it should provide it to help determine proper DNAI if the AF does not have knowledge of the DNAI information;
-	whether and how the 5GC can provide a DNAI to AF to help the subsequent AF influence/request.
To address the first issue, the following information is proposed to be provided to 5GC by the AF:
-	EHE information. Including one or more of the following:
-  EAS IP address/IP range. The IP address or IP range of the requested EAS.
-  FQDN(s). The FQDN (list) of the requested EAS.
-  (Local) DNS server information. The (L-)DNS server address for each DNAI.
-	DNN(s). The DNN(s) related to the requested EAS.
-  S-NSSAI(s). Optional. The S-NSSAI(s) related to the requested EAS.
To address the second issue, 5GC determines and sends the DNAI to the AF by the following way:
-	NEF may determine target DNAI based on NF local configuration.
-	NEF may obtain target DNAI from UDR.
-	NEF re-uses the procedure specified in TS 23.502, clause 4.15.3.2.3 to provide the DNAI to the AF.

2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-48.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc97268159]6.0	Solution-Key issue matrix
The solutions in clause 6 can apply to one or more key issues described in clause 5 of this report. Table 6.0-1 describes the relationship between solutions and key issues.
Editor's note:	The table below will be updated with actual content when generating the TR with approved contributions. Page number is automatically updated to ease reference (ctrl-left click to reach the solution).
Table 6.0-1: Solution-Key issue matrix
	Solution
	Key issues
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* * * * Second change, all new texts * * * *
[bookmark: _Ref93394262][bookmark: _Toc97268160]6.X	Solution X (KI#7): AF obtaining target DNAI provided by NEF
6.X.1 Description
This solution corresponds to KI#7: Obtain and maintain mapping table between IP address/IP range with DNAI.
The AF may provide one or more the following information set to 5GC, in order to request for target DNAI(s):
-	EHE information. Including one or more of the following:
-  EAS IP address/IP range. The IP address or IP range of the requested EAS.
-  FQDN(s). The FQDN (list) of the requested EAS.
-  (Local) DNS server information. The (L-)DNS server address for each DNAI.
-	DNN(s). The DNN(s) related to the requested EAS.
-  S-NSSAI(s). Optional. The S-NSSAI(s) related to the requested EAS.
After receiving the information above, the 5GC determines and sends the DNAI to the AF by the following way:
-	NEF may determine target DNAI based on NF local configuration.
-	NEF may obtain target DNAI from UDR.
[bookmark: _GoBack]
6.X.2 Procedure
 


Figure 6.X.2-1 Procedure of AF obtaining target DNAI
1. 	The AF has the requirement to obtain target DNAI, and creates an AF request, which may include the following information to 5GC, in order to request for target DNAI:
-  EHE information. Including one or more of the following:
-  EAS IP address/IP range. The IP address or IP range of the requested EAS.
-  FQDN(s). The FQDN (list) of the requested EAS.
-  (Local) DNS server information. The (L-)DNS server address for each DNAI.
-  DNN(s). The DNN(s) related to the requested EAS.
-  S-NSSAI(s). Optional. The S-NSSAI(s) related to the requested EAS.
2.	The AF invokes Nnef_EASDeployment_Query Request service to send its request to the NEF. The NEF authorizes the AF request.
The NEF may determine the target DNAI by local configuration, or obtain the DNAI from UDR, as described in steps 3-4.
3.	The NEF invokes Nudr_DM_Query Request service to request for target DNAI, including information received in the AF request.
4.	The UDR sends Nudr_DM_Query Response to the NEF, including the target DNAI.
5.	The NEF sends Nnef_EASDeployment_Query Response to the AF, including the target DNAI.
6.X.3 Impacts on services, entities and interfaces
AF:
-  Provide EHE information (described in clause 6.X.2), DNN(s), S-NSSAI(s) via invoking Nnef_EASDeployment_Query service.
NEF:
-  Provide target DNAI in Nnef_EASDeployment_Query Response.
-  Request DNAI information (described in clause 6.X.2) via invoking Nudr_DM_Query service.
UDR:
-  Provide target DNAI in Nudr_DM_Query Response.
* * * * End of changes * * * *
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