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Abstract: Update of KI #6 to include the scenario where path switching between two indirect network communication paths for UE-to-Network Relaying in KI#2.
1. Introduction/Discussion
Key Issue #6 focuses on the Support of PC5 Service Authorization and Policy/Parameter Provisioning, and the following scenarios have already been in current TR:
-	UE-to-UE Relay in KI#1;
-	Multi-path transmission for UE-to-Network Relay in KI#5;
-	Direct communication path switching between PC5 and Uu (i.e. non-relay case)
However, path switching between two indirect network communication paths for UE-to-Network Relaying is missing, since some additional policy/parameter may be needed in this scenario. This proposes to add this scenario into this KI.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-33.
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Following scenarios need to be considered for this key issue:
-	UE-to-UE Relay in KI#1;
-	Multi-path transmission for UE-to-Network Relay in KI#5;
-	Direct communication path switching between PC5 and Uu (i.e. non-relay case) in KI#3.
-	Path switching between two indirect network communication paths for UE-to-Network Relaying in KI#2.
In order to enable PC5 service authorization and policy/parameter provisioning following aspects need to be studied:
-	What are necessary enhancements for the procedures related to PC5 service authorization and policy/parameter provisioning to a UE, compared with what is currently specified in TS 23.304 [3] clause 5.1 and TS 23.502 [8] clause 4.2.2.2 (Registration Procedure), 4.2.4.3 (UE Configuration Update procedure for transparent UE Policy Delivery), 4.16.11 (UE Policy Association Establishment procedure), 4.16.12 (UE Policy Association Modification procedure).
-	what are new information for PC5 service authorization and provisioning beyond what is currently specified in TS 23.304 [3] clause 5.1.
NOTE:	Authorization and Provisioning as documented in TS 23.304 [3] clause 5.1 will be used as the baseline for this key issue.
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