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	Reason for change:
	Provide corrections to the text for time synchronization procedures in 23.502.

	
	

	Summary of change:
	Clause 4.15.9.2: Aligning text in step 7 with the figure removing Create operation.

Clause 4.15.9.3.2: Correcting in step 9 the reference to steps of figure 4.15.9.2-1. 

Clause 4.15.9.4: Corrections to step 2 and 4 following the last agreements and last figure version.

Clause 5.2.6.25.3: Correcting the UE IDs the AF can use with the NEF when using Nnef_TimeSynchronization_ConfigUpdate

Clause 5.2.27.2.3: Correcting the UE IDs the AF can use with the TSCTSF when using Ntsctsf_TimeSynchronization_ConfigUpdate

R01:
1) Removing Change#1 and Change#2 as they both are now merged into S2-2202193r01
2) Removing Change#3 as it is now merged into S2-2202195r01
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[bookmark: _Toc91154349]5.2.6.25.3	Nnef_TimeSynchronization_ConfigUpdate operation
Service operation name: Nnef_TimeSynchronization_ConfigUpdate
Description: Authorize the request and forward the request to update the time synchronization configuration.
Inputs, Required: PTP instance reference.
Inputs, Optional: List of UE identities (GPSIs or SUPIs) to be added to the time synchronization configuration. List of UE identities (GPSIs or SUPIs) to be removed from the time synchronization configuration. (g)PTP grandmaster enabled, grandmaster priority, Time Domain, Temporary Validity Condition as described in Table 4.15.9.3-1.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

SECOND CHANGE
[bookmark: _Toc91154549]5.2.27.2.3	Ntsctsf_TimeSynchronization_ConfigUpdate operation
Service operation name: Ntsctsf_TimeSynchronization_ConfigUpdate
Description: Authorize the request and forward the request to update the time synchronization configuration. List of UE identities (SUPIs) to be removed from the time synchronization configuration.
Inputs, Required: PTP instance reference.
Inputs, Optional: List of UE identities (SUPIs) to be added to the time synchronization configuration. List of UE identities (SUPIs) to be removed from the time synchronization configuration. (g)PTP grandmaster enabled, grandmaster priority, Time Domain, Temporary Validity Condition as described in Table 4.15.9.3-1.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
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