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Abstract of the contribution: This paper proposes Support of providing VPLMN network slice information to a roaming UE.
Discussion
This contribution provides solution to the key issue#2 “Support of providing VPLMN network slice information to a roaming UE”.

Proposal
Add the following solution to TR 23.700-08.

* * * First Change * * * *
[bookmark: _Toc97274365][bookmark: _Toc93305721]6.x	Solution #x: “Sending rejected NSSAI to the UDM to assist the UDM to steer the UE to the PLMN supporting rejected NSSAI”
[bookmark: _Toc97274366]6.x.1	Introduction
The solution addresses KI#2 Support of providing VPLMN network slice information to a roaming UE.
During the registration procedure in a VPLMN, if the AMF determines that a S-NSSAI is not allowed e.g., the S-NSSAI is not supported by the VPLMN or the S-NSSAI is not available e.g. the no. of UE reached for the S-NSSAI, the AMF sends the rejected NSSAI and requested NSSAI to the UDM. When the UDM receives the rejected NSSAI and the requested NSSAI, the UDM can determine which other VPLMN can support the rejected NSSAI. The UDM will prioritize the VPLMN supporting the rejected NSSAI and initiates SoR procedure with the VPLMN supporting the prioritized VPLMN as highest priority PLMN. 
when the UE receives the SoR, the UE may selects the VPLMN which supports the rejected NSSAI as this VPLMN is highest priority PLMN.



6.x.2	Procedures
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Figure 1: Steering of roaming to a VPLMN supporting the network slice which is not available in the current PLMN.
[bookmark: _GoBack]
The detailed steps of the procedure are defined below:
1. The UE initiates the registration procedure to VPLMN 1 for the S-NSSAIs present in the requested NSSAI.
2. The AMF determines that some S-NSSAI(s) are allowed and some S-NSSAI(s) are rejected (e.g. the S-NSSAI is not supported in the TA or the PLMN). The AMF sends Registration accept message containing the allowed NSSAI and rejected NSSAI.
3-4). Upon reception of the Registration accept message, the UE sends Registration complete message.
5). The AMF sends Nudm_UECM_Update containing allowed NSSAI and rejected NSSAI. 
NOTE: In order to transfer the allowed NSSAI and the rejected NSSAI securely from the UE to the UDM, steps 5 may be replaced with a dedicated secure signaling between the UE and the UDM.
6) Upon reception of the Nudm_UECM_Update message the UDM stores the VPLMN 1, rejected NSSAI and allowed NSSAI.
7) The UDM sends Nudm_UECM_Update response message. 
8) The UDM may determine which VPLMN supports rejected NSSAI and allowed NSSAI. The UDM prioritizes the VPLMNs (e.g. VPLMN 2) supporting rejected NSSAI and allowed NSSAI. The UDM can prioritize the VPLMN based on cause of the rejected NSSAI. Reject cause may also be taken into account to initiate SoR procedure.
9) The UDM initiates the SoR procedure containing the prioritized VPLMN list as prepared in the step 8.
10) After the completion of the SoR procedure, the UE may selects the a VPLMN (e.g. VPLMN 2) according to the PLMN list received in step 9.

[bookmark: _Toc97269613]6.X.3	Impacts on services, entities and interfaces
AMF: Sending of allowed NSSAI and rejected NSSAI to the UDM.
UDM: storing and processing of rejected NSSAI and allowed NSSAI. triggering SoR procedure based on rejected NSSAI and allowed NSSAI.
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