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	Reason for change:
	1) Clause 5.4.11.6 is referring to a "UE accessing a radio cell", but generally "accessing a cell" is used for situations where the UE establishes an RRC connection (cf. "unified access control"). It would be better to use "entering a cell" or "visiting a cell" which also applies to the situation where the UE remains in idle mode.

2)	The above CR also introduced the wording "for the RPLMN or equivalent to the RPLMN", but generally TS 23.501 is referring to "RPLMN or an equivalent PLMN".

3) In the last sentence of this clause,

When indicating a last visited TAI in a Registration Update, a UE may indicate any TAI supported in a radio cell for the RPLMN or equivalent to the RPLMN for the last UE access prior to the Registration Update that is part of the UE Registration Area.
it is not clear to which part of the sentence the word "that" is referring to. It is proposed to reword the sentence, taking above items 1 and 2 into account.
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	Based on the unclear wording, the UE may report a wrong last visited TAI to the AMF (e.g., the last TAI where the UE was in connected mode instead of a TAI where the UE was in idle mode), possibly resulting in a non-optimum new TAI list.
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5.4.11.6	Support of Mobility Registration Update
A moving radio cell for NR satellite access may indicate support for one or more TACs for each PLMN. A UE that is registered with a PLMN may camp on access a radio cell and does not need to perform a Mobility Registration Update procedure as long as at least one supported TAC for the RPLMN or an equivalent to the RPLMN is part of the UE Registration Area. A UE shall perform a Mobility Registration Update procedure when camping on accessing a radio cell where none of the supported TACs for the RPLMN or equivalent to the RPLMN are part of the UE Registration Area.
When indicating a last visited TAI in a Registration Update, a UE may indicate any TAI supported in a radio cell for the RPLMN or equivalent to the RPLMN for the last UE access prior to the Registration Update that is part of the UE Registration Area.
For NR satellite access the concept of "last visited registered TAI" is extended such that:
a)	if the cell the UE is camped on stops broadcasting any TAIs of the UE's Registration Area, such that the cell is no longer part of the UE's Registration Area, then the UE uses any one of the previously broadcast TAIs that was in the UE's Registration Area to form the last visited registered TAI.
b)	If the UE moves into a new cell which is not broadcasting any TAI of the UE's Registration Area, and the old cell was broadcasting more than one TAI of the UE's Registration Area, then the UE uses any one of those TAIs that was in the UE's Registration Area to form the last visited registered TAI.
c)	If the UE initiates a Registration procedure in a cell broadcasting more than one TAI of the UE's Registration Area, then the UE uses any one of those TAIs that are in the UE's Registration Area to form the last registered visited TAI.
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