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Abstract of the contribution: This paper proposes solution for KI#3.
1 Introduction
This paper proposes solution for KI#3 in TR 23.700-08 for the SID FS_eNPN_Ph2, how the UE which does not have prior subscription of hosting network or third party service provider and get localized services from it.
2 Proposal

It is proposed to approve following content in TR 23.700-08. 
*** BEGIN CHANGES ***
6.X
Solution #X: Hosting network provides localized service when UE does not have prior subscription
6.X.1
Description

This is the solution for use case when UE does not have any prior subscription of the home network and hosting network or third party service provider and how it discovers hosting network and get localized services from it.
The following are the main principles of the solution:

· Hosting network RAN will broadcast the support for localized service and UE selects one of the hosting network based on the manual selection.
· UE does localized service registration with hosting network by providing IMEI/PEI as input. It will be similar approach to RLOS as in clause 5.3.2.1 of TS 23.401
NOTE:
The trigger for the UE to initiate the Localized registration is implementation dependent (e.g. User may dial some string (#1234) advertised by the hosting network to get the localized service).
· Hosting network will accept the registration with restricted service to configure temporary subscription for the UE.
· UE will initiate PDU session to get temporary subscriptions of hosting network and after successful provisioning, it deregisters itself from the hosting network

· UE initiate normal registration using hosting network credentials and hosting network provides the localized service area (list of TAs where the localized service is available) in the registration accept message.
· Hosting network PCF updates the DNN/Application and corresponding slices in the URSP to access the localized service

· UE starts getting localized service by initiating PDU sessions using the DNN and slices provided by hosting network.
6.X.2
Procedures
Editor's Note: This clause describes high-level procedures and information flows for the solution.
6. X.3
Impacts on Existing Nodes and Functionality
Editor's Note: This clause lists impacts to existing entities and interfaces.

*** END CHANGES ***
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