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Abstract of the contribution: The contribution proposes potential enhancements to registration procedures for KI#1.

1. Introduction
For Key Issue #1: Multicast MBS data reception in RRC Inactive state, one aspect to study is as follows:
-
Whether and how to enhance the current procedures (including mobility related procedures) for MBS session with member UEs in RRC Inactive state.

Potential enhancements to existing MM procedures (i.e. registration procedures) are proposed in the present document to address this aspect.

2. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-47.
* * * First Change * * * *

6.0
Mapping of Solutions to Key Issues

Editor's note:
This clause describes the mapping between solutions and key issues.

Table 6.0-1: Mapping of Solutions to Key Issues

	
	Key Issues

	Solutions
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MBS session reception in RRC Inactive
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* * * Second Change * * * *

6.X
Solution #X: Registration procedure enhancements for multicast reception
6.X.1
Introduction
This solution addresses Key Issue #1.
6.X.2
Functional description


In addition, the UE indicates/updates UE capability of MBS reception in RRC Inactive state towards the 5GC during registration procedures, so that the 5GC may decide to provide assistance information to the NG-RAN for enabling multicast MBS transmission towards the UE in RRC Inactive state.
6.X.3
Procedures

6.X.3.1
Registration procedures
The following enhancements are applied to registration procedure with the following registration type:

-
Initial Registration or Mobility Registration Update, when the UE indicates or updates its capability of MBS reception in RRC Inactive state;
-
Mobility Registration Update, e.g. upon changing to a new Tracking Area (TA) outside the UE's Registration Area in CM-IDLE state.
The general registration procedure as defined in clause 4.2.2.2.2 of TS 23.502 [3] are used with the following enhancements:
-
In step 1, the UE includes also the following information in the Registration Request:






-
UE capability of MBS reception in RRC Inactive state.
-
In step 14, the AMF sends UE capability of MBS reception in RRC Inactive state to the UDM. 




6.X.4
Impacts on services, entities and interfaces
UE:

-
indicates UE capability of MBS reception in RRC Inactive state in Registration procedure.
AMF:

-
sends UE capability of MBS reception in RRC Inactive state to the UDM.
* * * End of Change * * * *
