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Abstract of the contribution: This contribution proposes a solution for WT#2.   
1.	Proposal
It is proposed to accept the following changes to TR 23.700-41
FIRST CHANGE
[bookmark: _Toc97057173][bookmark: _Toc97266751]6	Solutions
[bookmark: _Toc22214907][bookmark: _Toc23254040][bookmark: _Toc97057174][bookmark: _Toc97266752]6.0	Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues
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	Solutions
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[bookmark: _Toc500949097][bookmark: _Toc22214908][bookmark: _Toc23254041]
[bookmark: _Toc97057175][bookmark: _Toc97266753]
NEXT CHANGE
6.X	Solution #X: Enabling UEs to Request S-NSSAIs not uniformly available
[bookmark: _Toc97057176][bookmark: _Toc97266754][bookmark: _Toc500949099][bookmark: _Toc22214909][bookmark: _Toc23254042]6.X.1	Introduction
Editor's note:	This clause lists the key issue(s) addressed by this solution.
This solution applies to KI#XX for WT#2 and KI#3.

[bookmark: _Toc97057177][bookmark: _Toc97266755]6.X.2	Functional Description
[bookmark: _Toc500949101]Editor's note:	This clause outlines solution principles, assumptions and high-level architectures, etc.
[bookmark: _Toc22214910]The high-level points of the proposed solution are:
-	The AMF creates an RA for the UE as per current mechanisms ensuring the optimal size of the RA with respect to the S-NSSAIs that can be allowed
-	The Allowed NSSAI contains only S-NSSAIs that are allowed in the whole RA
-	The AMF provides a set of conditions to the UE for the S-NSSAIs (here called Conditional S-NSSAI) that are valid only under specific condition and therefore cannot be placed in the Allowed NSSAI (here called Conditional S-NSSAI)
-	the conditions may include a list of TAs (not included in the present RA) where the S-NSSAI is allowed
-	the conditions may include an Area of Service (as defined in KI#3) for the S-NSSAI 
Editor’s Note: how an RA is defined if an Area of Service does not match exactly a TA is FFS. 
Editor’s Note: it is FFS if the specific details of the Area of Service constraints are provided to the UE.
-	the conditions may include “time-related conditions” (e.g. specific times at which an S-NSSAI is available or the time period in which the S-NSSAI is available) to support the use cases associated with KI#3
-	multiple conditions may be associated to an S-NSSAI (e.g. list of TAs and “time-related conditions”)
NOTE 1: an S-NSSAI that is allowed in the whole RA or part of the RA but only under specific time conditions would be placed in the Conditional S-NSSAI.
-	the conditions may be provided by placing the S-NSSAI in an enhanced existing Rejected NSSAI IE (i.e. the S-NSSAI in the Rejected NSSAI may be associated with conditions and the UE is allowed to register for the S-NSSAI when the conditions are valid)
-	alternatively, the conditions are provided by placing the S-NSSAI in a new Conditionally Allowed NSSAI IE which contains all the S-NSSAIs the UE requested and that cannot be placed in the Allowed NSSAI, but that may be available under different conditions (other TAs, other times, etc.)
NOTE 2: the decision with respect to which IE is used to convey the additional information should be taken in CT1.
-	The AMF provides the conditions to the UE anytime the AMF provides, or updates, the Allowed NSSAI and Rejected NSSAI to the UE (e.g. registration procedure, UCU procedure)
Editor’s Note: how the AMF is provided such condition information, e.g. via OAM or other mechanisms, is FFS.
-	The UE shall not request resources for a Conditional S-NSSAI unless the associated conditions indicate the S-NSSAI is available (e.g. specific TA or time)
-	When the UE determines that a Conditional S-NSSAI is available and that the applications in the UE require connectivity with the Conditional S-NSSAI, the UE may re-register with the network including the Conditional S-NSSAI.
-	in IDLE mode, when the UE performs a Service Request for an S-NSSAI that is no longer available (e.g. the UE has moved outside the TA where the S-NSSAI is available or the time conditions have changed), the request for the resources associated to the S-NSSAI is rejected and an indication is provided to the UE as to why. If the S-NSSAI was in the Allowed NSSAI, the AMF may provide a new Allowed NSSAI, and either a new Rejected NSSAI or Conditionally Allowed NSSAI to the UE.
-	Not all AMFs in a network may support this extension, thus to enable compatibility a UE receiving the additional information shall ignore it, and no capability indication to the AMF is required.
Editor’s Note: whether non-supporting AMFs can support S-NSSAIs with area or time constraints is FFS.

[bookmark: _Toc23254043][bookmark: _Toc97057178][bookmark: _Toc97266756]6.X.3	Procedures
Editor's note:	This clause describes high-level procedures and information flows for the solution.
[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc22214911]
[bookmark: _Toc23254044][bookmark: _Toc97057179][bookmark: _Toc97266757]6.X.4	Impacts on services, entities and interfaces
Editor's note:	This clause describes impacts to existing services, entities and interfaces.
The following impacts have been identified:
· UE:
-	interpreting and processing new information in Rejected NSSAI or new Conditional S-NSSAI IE
· AMF:
-	providing new information in Rejected NSSAI or new Conditional S-NSSAI IE
-	providing rejection cause at Service Request
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