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Abstract: Update to Key Issue#5 for FS_GMEC on Allowing UE to simultaneously send data to different groups with different QoS policy.
1. Introduction/Discussion
The simultaneously data sending is illustrated in clause 6.13.2 of TS 22.261[6]. 
“The 5G system shall allow a UE to request a communication service to simultaneously send data to different groups of UEs at the same time.”
But there seems to be a lack of scenario-specific assumptions. For example, the simultaneously data sending as mentioned above exist in the Power Grid industry. In that case, each UE targeting to different groups with different source MAC/IP addresses. This scenario-specific assumptions may impact the solution design and the solution evaluations.  
So, It is necessary to study the possible scenario assumptions for this Key issue #5.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-74 V0.1.0.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc23254037][bookmark: _Toc97282993][bookmark: _Toc97282991][bookmark: _Toc500949099][bookmark: _Toc22214909][bookmark: _Hlk95812164]5.5	Key Issue #5: Allowing UE to simultaneously send data to different groups with different QoS policy
[bookmark: _Toc23254038][bookmark: _Toc97282994][bookmark: _GoBack]5.5.1	Description
The following aspects are to be studied:
-	Use cases or scenario-specific assumptions for simultaneously data sending from UE;
[bookmark: OLE_LINK1]-	This key issue will study whether additional mechanisms or enhancement are needed to support group communication allowing a UE to simultaneously send data to different groups where each group has a different QoS policy and if yes how to.
It is assumed that each solution will describe the scenario-specific assumptions on UE behavior and group statement, if any. This will help to have better understanding on what the use case the solution is targeting.

* * * * End of changes * * * *
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