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	Reason for change:
	For EAS Deployment Information, further clarification is needed for the following: 
· applying the DNAI onto FQDN(s) within the EDI, as different applications within the same DNN/S-NSSAI can be deployed differently and its DNS resolution can be performed by different DNS servers. In this case, if not applying the DNAI onto FQDN(s), then it required that only the FQDN(s) with the same DNS server and DNAI can be included into one EDI, so more AF-NEF actions and related EDI handling within 5GC is required. I don’t want to see this redundancy and complexity.
· Supporting EDI provided for more than one application sharing the same EDI.

	
	

	Summary of change:
	Clarification on EAS Deployment Information to support the following:
· applying the DNAI onto FQDN(s) within the EDI
· Supporting EDI provided for more than one application

	
	

	Consequences if not approved:
	Unnecessary redundancy and complexity to support the cases listed above.
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EAS Deployment Information management refers to the capability to create, update or remove EAS Deployment Information from AF and the distribution to the SMF. The NEF is in charge of the management of EAS Deployment Information which may be stored in UDR..
The EAS Deployment Information indicates how edge services are deployed in each Local DN, the description of EAS Deployment Information is shown in Table 6.2.3.4-1.
Table 6.2.3.4-1 Description of EAS Deployment Information
	Parameters
	Description

	DNN
	DNN for the EAS Deployment Information.
[optional]

	S-NSSAI
	S-NSSAI for the EAS Deployment Information.
[optional]

	External Group Identifier/Internal Group Identifier
	Group ID for the EAS Deployment information.
[optional]
NOTE: The AF may provide External Group Identifier, and NEF can map the External Group Identifier into Internal Group Identifier according to information received from UDM.

	Application ID(s)
	Identifies the one or more applications for which the EAS Deployment Information corresponds to.
[optional]

	FQDN(s)
	Supported FQDN(s) for application(s) deployed in the Local part of the DN.

	DNS Server Information
	list of DNS server identifier (consisting of IP address and port) for each DNAI.
[optional]

	EAS IP address range Information
	IP address(s) of the EASs in the local DN for each DNAI.
[optional]



The EAS Deployment Information management procedures are described in this clause, the procedures are independent of any PDU Session, including:
-	The procedure for EAS Deployment Information management from AF via the NEF.
-	The procedure for EAS Deployment Information management in the SMF.
-	The procedure for BaselineDNSPattern management in the EASDF.
End of change
