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1. Overall Description:

SA2 discussed the support for the Control Plane Relocation Indication procedure (currently documented in TS 23.401 clause 5.3.4B.5) for RRC connection re-establishment upon mobility of a UE that uses Control Plane CIoT EPS Optimisation (CP-CIoT) over NB-IoT terrestrial to NB-IoT satellite access and vice versa. Related procedures are also documented in TS 36.300 and TS 33.401.

SA2 considers every mobility from NB-IoT terrestrial to NB-IoT satellite (and vice-versa) as inter-RAT mobility and will require the UE to perform Tracking Area Update procedure. Based on that SA2 endorsed a solution where for mobility from NB-IoT terrestrial to NB-IoT satellite the Control Plane Relocation Indication procedure is triggered by the MME based on the presence of a new EPS update type value in Tracking Area Update message (“access change”). SA2 believes that this procedure has no new RAN impacts and is backwards compatible with legacy MME. 

SA2 welcomes feedback on the endorsed CR and the topic in general.  
2. Actions:

To RAN2, CT1, SA3, RAN3: 
ACTION: 
SA2 kindly ask RAN2, CT1, SA3, RAN3 to provide feedback on the use of Control Plane Relocation Indication procedure for RRC connection re-establishment upon mobility of a UE that uses CP-CIoT over NB-IoT terrestrial to NB-IoT satellite access and vice versa and provide feedback to the attached endorsed CR
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