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* * * Start of Changes * * * *
[bookmark: _Toc45193080][bookmark: _Toc47592712][bookmark: _Toc51834799][bookmark: _Toc98865589]4.15.6.7	Service specific parameter provisioning
This clause describes the procedures for enabling the AF to provide service specific parameters to 5G system via NEF.
The AF may issue requests on behalf of applications not owned by the PLMN serving the UE.
NOTE 1:	In the case of architecture without CAPIF support, the AF is locally configured with the API termination points for the service. In the case of architecture with CAPIF support, the AF obtains the service API information from the CAPIF core function via the Availability of service APIs event notification or Service Discover Response as specified in TS 23.222 [54].
The AF request sent to the NEF contains the information as below:
1)-	Service Description.
	Service Description is the information to identify a service the Service Parameters are applied to. The Service Description in the AF request can be represented by the combination of DNN and S-NSSAI, an AF-Service-Identifier or an External Application Identifier.
2)	Service Parameters.
	Service Parameters are the service specific information which needs to be provisioned in the Network and delivered to the UE in order to support the service identified by the Service Description.
3)	Target UE(s) or a group of UEs.
	Target UE(s) or a group of UEs indicate the UE(s) who the Service Parameters shall be delivered to. Individual UEs can be identified by GPSI, or an IP address/Prefix or a MAC address. Groups of UEs can be identified by an External Group Identifiers as defined in TS 23.682 [23]. If identifiers of target UE(s) or a group of UEs are not provided, then the Service Parameters shall be delivered to any UEs using the service identified by the Service Description.
4)	Subscription to events.
	The AF may subscribe to notifications about the outcome of the UE Policies delivery due to service specific parameter provisioning.
The NEF authorizes the AF request received from the AF and stores the information in the UDR as "Application Data". The Service Parameters are delivered to the targeted UE by the PCF when the UE is reachable.
Figure 4.15.6.7-1 shows procedure for service specific parameter provisioning. The AF uses Nnef_ServiceParameter service to provide the service specific parameters to the PLMN and the UE.


Figure 4.15.6.7-1: Service specific information provisioning
1.	To create a new request, the AF invokes an Nnef_ServiceParameter_Create service operation. The request may include subscription information to the report of the outcome of UE Policy delivery.
	To update or remove an existing request, the AF invokes an Nnef_ServiceParameter_Update or Nnef_ServiceParameter_Delete service operation together with the corresponding Transaction Reference ID which was provided to the AF in Nnef_ServiceParameter_Create response message.
	The content of this service operation (AF request) includes the information described in clause 5.2.6.11.
2.	The AF sends its request to the NEF. The NEF authorizes the AF request. The NEF performs the following mappings:
-	Map the AF-Service-Identifier into DNN and S-NSSAI combination, determined by local configuration.
-	Map the External Application Identifier into the corresponding Application Identifier known in the core network.
-	Map the GPSI in Target UE Identifier into SUPI, according to information received from UDM.
-	Map the External Group Identifier in Target UE Identifier into Internal Group Identifier, according to information received from UDM.
	If the AF subscribed to the outcome of UE Policy delivery, the AF indicates where the AF receives the corresponding notifications.
	(in the case of Nnef_ServiceParameter_Create): The NEF assigns a Transaction Reference ID to the Nnef_ServiceParameter_Create request.
3.	(in the case of Nnef_ServiceParameter_Create or Update): The NEF stores the AF request information in the UDR as the "Application Data" (Data Subset setting to "Service specific information") together with the assigned Transaction Reference ID.
	(in the case of Nnef_ServiceParameter_delete): The NEF deletes the AF request information from the UDR.
4.	The NEF responds to the AF. In the case of Nnef_ServiceParameter_Create response message, the response message includes the assigned Transaction Reference ID.
If the UE is registered to the network and the PCF performs the subscription to notification to the data modified in the UDR by invoking Nudr_DM_Subscribe (AF service parameter provisioning information, SUPI, Data Set setting to "Application Data", Data Subset setting to "Service specific information") at step 0, the following steps are performed:
5.	The PCF(s) receive(s) a Nudr_DM_Notify notification of data change from the UDR.
NOTE 2:	PCF does not have to subscribe for each UE the application specific information, e.g. if PCF has already received the application specific information for a group of UE or for a DNN by a subscription of other UE. The same application specific information is delivered to every UE in a group or a DNN.
6.	The PCF initiates UE Policy delivery as specified in clause 4.2.4.3.
7.	If the AF subscribed to notifications about the outcome of UE Policies delivery due to Service specific parameter provisioning targeting a single UE and the PCF is notified of UE Policy Container from the AMF, the PCF notifies the UE Policy delivery result contained in the UE Policy container as the outcome of the procedure to NEF by sending Npcf_EventExposure_Notify.
	If PCF is notified about UE Policy delivery failure from the AMF due to UE not reachable, the PCF may determine to retry step 6 of this procedure when the UE becomes reachable. In such a case, the PCF may report the interim status i.e. UE is temporarily unreachable as the outcome of the procedure to NEF by sending Npcf_EventExposoure_Notify as specified in 5.2.5.7.4.
	If the PCF determines the failure of the UE Policiesy delivery procedure, the PCF notifies the failure with an appropriate cause such as UE is unreachable as the outcome of the procedure to NEF by sending Npcf_EventExposure_Notify.
8.	When the NEF receives Npcf_EventExposure_Notify, the NEF performs information mapping (e.g. AF Transaction Internal ID provided in Notification Correlation ID to AF Transaction ID, SUPI to GPSI, etc.) and triggers the appropriate Nnef_ServiceParameter_Notify message.




* * * Second Change * * * *
[bookmark: _Toc20204509][bookmark: _Toc27895208][bookmark: _Toc36192305][bookmark: _Toc45193418][bookmark: _Toc47593050][bookmark: _Toc51835137][bookmark: _Toc98865975]5.2.5.7.4	Npcf_EventExposure_Notify service operation
Service operation name: Npcf_EventExposure_Notify.
Description: This service operation reports the event to the consumer that has previously subscribed.
Inputs, Required: Event ID, corresponding UE ID (GPSI), Notification Correlation Information, time stamp.
Inputs, Optional: Event specific information. Outcome of UE Policies delivery procedure
Outputs, Required: None.
When the PCF detects the event subscribed by the NF consumer, the PCF reports the subscribed event together with the Notification Target Address (+ Notification Correlation ID) to the Event Receiving NF.
The optional event specific parameter list provides the values that matched for generating the event notification. The parameter values to match are specified during the event subscription (see clause 5.2.5.7.2).
See clause 4.15.6.7 and 4.1.5.6.10 for details on usage of this service operation toward Application Function.
Outcome of UE Policies delivery procedure as described in clause 4.15.6.7 includes the success, the failure with an appropriate cause or interim status report such as UE is temporily unreachable.
NOTE:	In the case of UE Policies change, as described in clause 4.15.6.7, this notification can be the result of an implicit subscription of the NEF/AF due to service specific provisioning or application guidance for URSP determination (see clause 4.15.6.10).

* * * End of Changes * * * *
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