

SA WG2 Meeting #S2-150e(e-meeting)	S2-2202215
06 - 12 April 2022, Electronic Meeting	(revision of S2-22xxxxx)

Source:	Ericsson
Title:	Solution for configuration 
Document for:	Approval
Agenda Item:	9.9
Work Item / Release:	FS_VMR 
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1. Introduction
[bookmark: _Toc352077766]This paper proposes one solution for one KI#1 and KI#4 
2. Proposal
[bookmark: _Toc510607499][bookmark: _Toc518306733]This paper proposes the following updates to TR 23.700-05 clause 6.  

* Start of change * 
[bookmark: _Toc26520138][bookmark: _Toc26530876][bookmark: _Toc26530926][bookmark: _Toc26530975][bookmark: _Toc30685082][bookmark: _Toc31014357][bookmark: _Toc31109398][bookmark: _Toc31109468][bookmark: _Toc31109559][bookmark: _Toc43819872][bookmark: _Toc43882354][bookmark: _Toc49966751][bookmark: _Toc50390310][bookmark: _Toc50450148][bookmark: _Toc50450360][bookmark: _Toc50451582][bookmark: _Toc50451794][bookmark: _Toc50464474][bookmark: _Toc54378872][bookmark: _Toc54776462][bookmark: _Toc57373207][bookmark: _Toc73524089][bookmark: _Toc75324070]6.x	Solution #X: Subscription data and O&M based mobile IAB-node configuration
6.x.1	Introduction
The solution provides methods for mobile IAB-node configuration and 5GC access control based on O&M and subscription. This includes roaming scenario.
6.x.2	Functional Description
The solution is based on the support of existing IAB architecture as specified in TS 23.501 [x] with the following high-level description:
- For the IAB-node connects to 5GS, the access control is in 5GC based on subscription data in the network for the IAB-UE (i.e., IAB-MT). In case of roaming, the local policy in serving AMF may further enforce it based on mobility restriction functionality.
- For the IAB-node configuration, it is supported by the O&M using either backhaul IP layer by implementation or using IP provided by the IAB-UE’s (or IAB-MT’s) PDU session via 5G network. In case of roaming, it’s the serving network O&M provides the configuration information to the IAB-node. 
NOTE: Coordination with RAN WGs is needed to decide if there is extra configuration support needed for IAB-node due to mobility.

6.x.3	Procedures
The registration request procedure in Rel-17 can be used by the IAB-UE to access the 5GS. 
Optionally the PDU session establishment procedure may be used to provide configuration information. In case of roaming, the serving network provides the configuration information to the IAB-node.
6.x.4	Impacts on services, entities and interfaces
AMF:
-	none.
gNB:
-	none.


* End of changes * 




