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	Reason for change:
	According to the LS out S2-2203626 and the approved paper S6-220857, when the ECS configuration information is provided via 5GC procedure, the ECSP identifier shall be included. 


	
	

	Summary of change:
	Add the explaination of ECSP ID in the ECS configuration information that the ECSP ID shall be included if the ECS configuration information is delivered by the 5GC to UE.


	
	

	Consequences if not approved:
	ECS configuration information remains incorrect and incomplete. 
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[bookmark: _Toc73524708][bookmark: _Toc73527612][bookmark: _Toc73950288][bookmark: _Toc81492221][bookmark: _Toc81492785][bookmark: _Toc81816546][bookmark: _Toc98917496]6.5.2.1	ECS Address Configuration Information
The ECS Address Configuration Information consists of one or more FQDN(s) and/or IP address(es) of Edge Configuration Server(s), and of an ECS Provider ID. It may also contain spatial validity conditions. It is further described in TS 23.502 [3]. A UE may receive multiple instances of ECS Address Provisioning information (e.g. corresponding to different ECS Provider ID).
NOTE 1:	When the ECS configuration information is provisioned by the MNO through the 5GC procedure, the ECS Provider ID shall be included.

The ECS Address Configuration Information is sent to the UE on a per PDU Session basis; The same PDU session can be used by multiple ECS providers.
The SMF does not need to be aware of the internal structure of the ECS Address Configuration Information.

* * * End of changes* * *


