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Abstract of the contribution: The contribution proposes updates to to resolve ENs in Solution#4 for KI#1.

1. Introduction
Solution#4 for KI#1 as described in clause 6.1 of TR 23.700-47 is updated to resolve the following Editor's notes:
Editor's note:
It needs to be confirmed that RRC-INACTIVE UEs also listen to the paging for RRC IDLE UEs, and not only to RAN paging.

Editor's note:
After receive step 12 in clause 7.2.5.2 of TS 23.247 [4], it is FFS whether the NG-RAN need page the UE if the UE is in RRC Inactive state.
For the 1st EN, the RRC-INACTIVE UE(s) may also receive the CN paging / group paging for the RRC IDLE UE(s) if the RRC-INACTIVE UE(s) has the same PO as that of the RRC IDLE UE(s) as specified in TS 38.304.
For the 2nd EN, the NG-RAN needs to page the UE via RAN paging procedure considering that the UE in RRC-INACTIVE state cannot receive the CN paging / group paging if the CN paging / group paging was not sent in the PO of the RRC-INACTIVE UE in step 8.

2. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-47.
* * * First Change * * * *

6.4.3
Procedures
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multicast session activated/multicast session release)

6. Namf_MT_EnableGroupReachability request([event information])

7. Paging message([TMGI], [Paging Cause])

8. Page UEs

1. UE join the multicast MBS session, see clause 7.2.1.3 of TS 23.247

2. NG-RAN enable multicast 

group member receive multicast 

data in RRC-inactive state. 

3. Multicast MBS session become deactivation, see clause 7.2.5.3 of TS 23.247

9.  Step 6-15 of clause 7.2.5.2 of TS 23.247

Or 

Step 3-9 of clause 7.2.2.3 of TS23.247


Figure 6.4.3.1-1: Multicast Session Activation/Release Procedure.

1.
UE joins the multicast MBS session via the procedure as defined in clause 7.2.1.3 of TS 23.247 [4].

2.
In some cases, e.g. due to radio resource congestion, NG-RAN could move one or multiple multicast group member UEs to RRC-INACTIVE state and those UEs are still able to received multicast MBS data.

3.
The multicast MBS session becomes inactive via the procedure as defined in clause 7.2.5.3 of TS 23.247 [4]. The group member UE can be moved to CM-IDLE or CM-Connected with RRC Connected/Inactive state.

4.
After some time, MB-SMF triggers the multicast session activation or multicast session release.

5.
MB-SMF sends Nmbsmf_MBSSession_ContextStatusNotify to SMF(s), same as step 2 of clause 7.2.5.2 or step 1a of clause 7.2.2.3 of TS 23.247 [4], which also includes the MBS session status, i.e. activation or release.

NOTE:
Steps 1, 3-5 are same as the one defined in TS 23.247 [4].

6.
Based on the event information, the SMF determines whether the event is for MBS session activation or MBS session release. If the RRC inactive state MBS receiving function is supported at the network and the notification is for MBS session activation, the SMF includes the event information in Namf_MT_EnableGroupReachability Request to AMF. Other parameters in the Namf_MT_EnableGroupReachability Request to AMF are same as specified in TS 23.247 [4].

Editor's note:
Whether SMF needs to know that the function that RRC-INACTIVE UE can receive the MBS data is supported or not is FFS.

7.
If AMF determines that there are UEs in CM-IDLE state among the UEs provided by the SMF in step 6, based on the event information received from SMF, the AMF includes the MBS session ID and a paging cause in the paging message sent to NG-RAN, the paging case is used to indicate the paging is for MBS session activation.

8.
The NG-RAN performs the group paging by sending the MBS session ID and paging cause.


For RRC-inactive UE(s) that joined the MBS session and receive multicast service in RRC-INACTIVE state, if the UE(s) receives the group paging with the paging cause indicating that the paging is for MBS session activation for MBS session they are receiving, those UE(s) may still keep in RRC-INACTIVE state and do not perform RRC connection resumption. Otherwise, i.e. group paging is not for MBS session activation for MBS session they are receiving, those UE(s) send RRC connection resumption message to NG-RAN.


Editor's note:
It is FFS whether and how UEs, NG-RAN nodes, or AMF also need to consider the transmission mode used in the cell where the UEs are comping to decide whether they can remain in RRC-INACTIVE state.


For the UE(s) joined the MBS session and need receive multicast service in RRC-Connected state, the UE initiates the Service Request as usual.

9.
For MBS session activation, step 6-15 of clause 7.2.5.2 of TS 23.247 [4] is executed with the following difference:

-
For the UE(s) joined the MBS session and allowed to receive multicast service in RRC-INACTIVE state, step 6-10 are skipped.
-
In step 12, for those UEs that have joined in the MBS Session and are in RRC-INACTIVE state, the NG-RAN nodes perform RAN paging with the paging cause which indicates the multicast MBS session activation as received from the AMF. Those UEs may remain in RRC-INACTIVE state to receive data of the multicast MBS session and do not perform RRC connection resumption.


For MBS session release, step 3-9 of clause 7.2.2.3 of TS 23.247 [4] is executed.

* * * End of Change * * * *
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