

SA WG2 Temporary Document
Page 1

[bookmark: _GoBack]3GPP TSG-WG SA2 Meeting #151E e-meeting 	S2-2204395
Elbonia, May 16th – 20th, 2022	(revision of S2-2204395)

Source:	Huawei, HiSilicon
Title:	KI#1, Sol#3, Update to Editor’s Notes in clause 6.3 
Document for:	Approval
Agenda Item:	9.17
Work Item / Release:	FS_NG_RTC / Rel-18
Abstract: This paper gives suggestions on Editor’s Notes in clause 6.3 of TR 23.700-87.
1. Introduction/Discussion
This paper lists solutions to Editor’s Notes in clause 6.3 "Solution #3: Data Channel Architecture" of TR 23.700-97, which include: 
· Lawful interception solution of IMS data channel;
· Service interactions with IMS supplementary services.

2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-87.



[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
6.3.1.3	Lawful Intercept of IMS Data Channel
Editor's note:	The lawful intercept solution of IMS data channel is FFS.
Media streams transferred over IMS data channel are one type of IMS media, the IMS Lawful Interception architecture is also applied to IMS data channel media.
NOTE: 	For the data channel media stream is transported using SCTP over DTLS, how the encrypted communication contents are intercepted in the non-roaming and roaming scenarios should be clarified and specified by 3GPP SA3.

* * * * Second change * * * *
6.3.1.4	Interactions with IMS Supplementary Services
Editor's note:	How the data channel interacts with IMS supplementary services is FFS.
To enable richer service experience of IMS supplementary services, IMS data channel is applied when IMS supplementary services are invocated. The following rules are suggested to be considered.
· When the audio or video media streams are suspended and resumed in Call Hold and Call Waiting service, IMS data channel media paths in the same session should be maintained no matter how the UI of data channel application associated with these data channel media paths is presented. It’s helpful to enables more flexible user experience. 
· IMS data channel should be applied in multi-party scenarios, such as Three-Party service and Conference service.
NOTE: 	Details of IMS data channel interactions with IMS supplementary services should be clarified and specified by 3GPP CT1.

* * * * End of changes * * * *
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