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	Reason for change:
	Policy decision based on usage monitoring control requirement is a function that allows PCF taking actions related to the accumulated usage of network resource. In Rel-17, the specification only defines usage monitoring for session management related policy control requirement and does not elaborate on how PCF for UE could retrieve usage monitoring report related to AM policies when PCF for PDU session and PCF for UE are not the same one.
See more in DP S2-2204434

	
	

	Summary of change:
	Add a new requirement in clause 4.2.1 to indicate that PCF for UE can make AM policies decisions based on UE’s accumulated usage when the PCF for UE and PCF for PDU Session are not the same one
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* * * * Start of 1st Change * * * * 
[bookmark: _Toc19197272][bookmark: _Toc27896425][bookmark: _Toc36192592][bookmark: _Toc37076323][bookmark: _Toc45194769][bookmark: _Toc47594181][bookmark: _Toc51836812][bookmark: _Toc98913506][bookmark: _Toc98913560]4.2	Non-session management related policy control requirements
[bookmark: _Toc19197273][bookmark: _Toc27896426][bookmark: _Toc36192593][bookmark: _Toc37076324][bookmark: _Toc45194770][bookmark: _Toc47594182][bookmark: _Toc51836813][bookmark: _Toc98913507]4.2.1	Access and mobility related policy control requirements
The policy framework shall provide following functionality for the access and mobility enforcement:
-	Policy Control Function (PCF) shall support interactions with the access and mobility policy enforcement in the AMF, through service-based interfaces.
-	The PCF shall be able to provide Access and Mobility Management related policies to the AMF.
-	The PCF shall be able to evaluate operator policies that are triggered by events.
-	The AF may influence Access and Mobility related policy control performed by the PCF.
[bookmark: _Toc19197324][bookmark: _Toc27896477][bookmark: _Toc36192645][bookmark: _Toc37076376][bookmark: _Toc45194822][bookmark: _Toc47594234][bookmark: _Toc51836865]-	The PCF for the UE shall be able to make Access and Mobility Management related policies decisions based on UE’s accumulated usage when PCF for the UE and PCF for the PDU Session are different.

* * * * End of Changes * * * * 

