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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc70079053][bookmark: _Toc98840239]7.1.1.3	MBS Session Creation with PCC


Figure 7.1.1.3-1: MBS Session Creation with PCC
Steps 1 to 7 are optional and only applicable if TMGI is used as MBS Session ID and required to be pre-allocated.
1. to 10:	Same as in Figure 7.1.1.2-1. Step 1 may include an application ID.
11. Same as step 11 in Figure 7.1.1.2-1. In addition, the NEF/MBSF decides based on local configuration or based on parameters received in step 8 (e.g. whether the session comprises several data flows) whether it will invoke the Npcf_MBSPolicy Authorization service for the MBS session. If so, the NEF/MBSF indicates to the MB-SMF that it will also provide a policy authorization for the MBS session to the PCF.
12. Same as step 12 in Figure 7.1.1.2-1.
13.	[Optional] If the NEF/MBSF indicated in step 11 that it will also provide a policy authorization for the broadcast session to the PCF, the MB-SMF selects a PCF and sends an Npcf_MBSPolicyControl_Create Request (MBS session ID) for the MBS session towards the PCF, and defers step 25 until receiving an Npcf_MBSPolicyControl_UpdateNotify for the MBS session. Otherwise, the MB-SMF decides based on local configuration whether to invoke the Npcf_MBSPolicyControl service.
14.	[Conditional on step 13] The PCF registers at the BSF that it handles the MBS session by using Nbsf_management_Register Request (MBS Session ID, PCF ID). It provides an identifier that the policy association is for MBS and the MBS Session ID, its own PCF ID and optionally its PCF set ID.
15.	[Optional] The PCF may retrieve preconfigured policy information for the MBS session based on the multicast address as multicast session ID (e.g. applicable QoS, the MBS Session-AMBR and/or default 5QI) from the UDR.
NOTE 1:	The PCF can query UDR in step 15 and/or step 18/24.
16.	[Conditional on step 13] The PCF responds with Npcf_MBSPolicyControl_Create Response (MBS Policy, see clause 6.10) with policies for the MBS Session ID. The MBS Policy may include the Session-AMBR for the MBS session and 5QI for the MBS QoS Flow.
NOTE 21:	If there is no service requirement, the PCF may create the MBS policy according the operator's policy.
There are two alternatives to initiate the policy Authorization service operation.
	In the Alt-A, the MB-SMF is the Npcf_MBSPolicy Authorization_Create service operation consumer. The step 17 to step 19 are performed after step 16.
	In the Alt-B, the NEF/MBSF is the Npcf_MBSPolicy Authorization_Create service operation consumer. The step 20 to step 25 are performed.
17.	[Optional, Alt-A] The MB-SMF sends an Npcf_MBSPolicy Authorization_Create Request to PCF with the MBS session ID and MBS session information (that may include an application ID).
Editor's note:	How multiple service requirements with multiple application IDs are handled is FFS.
18.	[Optional, Alt-A] The PCF may retrieve policy information for the application ID from the UDR.
19.	[Optional, Alt-A] The PCF sends an Npcf_MBSPolicy Authorization_Create Response to MB-SMF:
	The PCF determines whether the request is authorized.
	If the request is authorized, the PCF derives the required QoS parameters based on the information provided by the MB-SMF and determines whether this QoS is allowed (e.g. according to the policy input configuration in the UDR).
	If the request is not authorized or the required QoS is not allowed, the PCF indicates so in the response to the MB-SMF.
20.	[Optional, Alt-B]	The MB-SMF sends a Nmbsmf_MBSSession_UpdateNotify Request (MBS Session ID) to the NEF/MBSF. After receiving the notification, the NEF/MBSF start to establish the N5 session.
21-22.	[Optional, Alt-B] The NEF/MBSF uses the BSF Discovery service to discover the PCF serving the MBS session with the MBS session ID by using Nbsf_management_Discovery operation.
23.	[Optional, Alt-B] The NEF/MBSF sends an Npcf_MBSPolicy Authorization_Create Request to PCF with the MBS session ID and MBS session information (that may include an application ID):
Editor's note:	How multiple service requirements with multiple application IDs are handled is FFS.
24.	[Optional, Alt-B] The PCF may retrieve policy information for the application ID from the UDR.
25.	[Optional, Alt-B] The PCF sends an Npcf_MBSPolicy Authorization_Create Response to NEF/MBSF:
	The PCF determines whether the request is authorized.
	If the request is authorized, the PCF derives the required QoS parameters based on the information provided by the NEF and determines whether this QoS is allowed (e.g. according to the policy input configuration in the UDR).
	If the request is not authorized or the required QoS is not allowed, the PCF indicates so in the response to the NEF.
Editor's note:	How policy data is handled in UDR is FFS.
26.	When obtaining a request for the creation of a policy association (signal 21), for which it already performs policy control towards an MB-SMF, the PCF always provides a policy update to the MB-SMF; if no real policy update is required, the PCF repeats previous policies or sends an empty update message.
27-29	Same as steps 14-16 in Figure 7.1.1.2-1.
30.	When obtaining an MBS policy control update from the PCF (signal 16 for Alt-A or signal 29 for Alt-B) for a broadcast session, the MB-SMF continues the procedure towards the AMF and NG-RAN as specified in clause 7.3.1 to request the allocation of resources to for the transmission of the broadcast session.
31-35	Same as steps 18-22 in Figure 7.1.1.2-1.
NOTE 3:	Steps 31-35 can be executed in parallel to step 30.


Next CHANGE

[bookmark: _Toc98840324]9.2	PCF Services
[bookmark: _Toc98840325]9.2.1	General
The following table illustrates the PCF Services for MBS.
Table 9.2.1-1: NF services provided by PCF for MBS
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer (s)

	Npcf_MBSPolicyControl
	Create
	Request/Response
	MB-SMF

	
	Update
	Request/Response
	MB-SMF

	
	UpdateNotify
	Subscribe/Notify
	MB-SMF

	
	Delete
	Request/Response
	MB-SMF

	Npcf_MBSPolicy Authorization
	Create
	Request/Response
	AF, NEF, MBSF

	
	Update
	Request/Response
	AF, NEF, MBSF

	
	Delete
	Request/Response
	AF, NEF




Next CHANGE

[bookmark: _Toc27895190][bookmark: _Toc36192287][bookmark: _Toc45193400][bookmark: _Toc47593032][bookmark: _Toc51835119][bookmark: _Toc68017352][bookmark: _Toc98840329]9.2.2.X	Npcf_MBSPolicyControl_Update service operation
Service operation name: Npcf_MBSPolicyControl_Update
Description: The NF Service Consumer, e.g. MB-SMF use this service operation to provide MBS policy trigger information for the MBS session to PCF.
Inputs, Required: MBS Policy Association ID.
Inputs, Optional: MBS policy trigger information, Event ID.
Outputs, Required: Success or Failure.
Outputs, Optional: None.


Next CHANGE
[bookmark: _Toc98840333]9.2.3.2	Npcf_MBSPolicyAuthorization_Create service operation
Service operation name: Npcf_MBSPolicyAuthorization_Create
Description: Authorize the request, and optionally determines and installs MBS Policy Control Data according to the information provided by the NF Consumer.
Inputs, Required: MBS session ID, identification of the application session context.
Inputs, Optional: DNN if available, S-NSSAI if available, Media type, Media format, bandwidth requirements, flow description, Application Identifier, AF Communication Service Identifier, Flow status, Priority indicator, emergency indicator, ASP IdentifierApplication service provider.
Outputs, Required: Success (application session context) or Failure (reason for failure).
Outputs, Optional: The service information that can be accepted by the PCF.
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