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Abstract of the contribution: This contribution proposes solution on KI#1.
1 Discussion
All the power saving parameters are specified as examples except for Extended Connected Time as described in TS 23.501 clause 5.31.7.3. It is proposed to list this parameter too.
Also it is proposed to study if the extended connected time can be provided to the RAN by AMF even if UE has not requested for MICO mode. This can be helpful for a case when UE is about to enter DC and AMF is aware that UE may receive the DL data thus releasing the UE is not really helpful. Further if release procedure is executed considering certain coverage enhancement UEs it may take long time to get back the UE into connected mode during which UEs may actual end up getting into DC and miss the downlink data. Thus based on coverage information UE can be retained in connected mode to deliver the data and avoiding the step of getting back the UE into connected mode.
2 Proposal
It is proposed to add the following changes to TR 23.700-28.
*** First Change ***
6.5
Solution #5: Power Saving based on updating parameters before releasing signalling connection
6.5.1
Description

This solution resolves Key Issue #2 about the power saving enhancements for UE in discontinuous coverage.

To make sure that the UE does not attempt to access the network when there is no coverage, and that the UE is aware of the coverage returning and attempts to access the network as needed, it is proposed that the AMF determine the power saving parameters (e.g. eDRX parameters, periodic registration timer, Extended Connected Time and the active time for MICO mode) based on the coverage information, e.g. the ephemeris data, from RAN, and provide the power saving parameters to the UE before releasing the signalling connection.
6.5.2
Procedures
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Figure 6.5.2-1: procedure for updating parameters before releasing signalling connection

1.
The UE is registered in the network.

2.
The RAN may be requested to send coverage information (e.g. the ephemeris data of a satellite access system that the UE is using) to the AMF using the Location Report procedure before the RAN sends the N2 UE CONTEXT RELEASE REQUEST message to the AMF.

Editor's note:
It is FFS what satellites ephemeris (e.g. all or a part of the satellites ephemeris in the RAN) will be provided to CN, whether the satellites ephemeris are available in a given RAN node, and whether the CN can get the satellites ephemeris using ways other than the Location Reporting procedure.
3.
The gNB may initiates the AN release procedure by sending the N2 UE CONTEXT RELEASE REQUEST message to the AMF.

4-5.
The AMF may initiate the Location Reporting Control procedure to ask for the coverage information from the RAN.


Using the coverage information, the AMF determines the power saving parameters (e.g. eDRX parameters, periodic registration timer, Extended Connected Time and the active time for MICO mode) for the UE.

NOTE：
If NWDAF is deployed, the AMF may use predicted information about the UE's mobility provided by NWDAF.
The extended connected time as described in TS 23.501 clause 5.31.7.3 can also be applied by AMF to the UEs which have not requested for MICO mode.
6.
The AMF initiates the UCU procedure to update the power saving parameters in the UE.

7-9.
The AMF initiates AN Release procedures.

10.
Using the received power saving parameters, UE can determine when the UE could not access the network, and when (e.g. the coverage is recovered) could attempt to access the network if needed.

6.5.3
Impacts on services, entities and interfaces
RAN:
-
Send coverage information (e.g. the ephemeris data of a satellite access system that the UE is using) to the AMF.

AMF:
-
Ask RAN to send coverage information (e.g. the ephemeris data of a satellite access system that the UE is using) to the AMF.

-
Update the power saving parameters based on the coverage information from the RAN and send the power saving parameters to the UE or the RAN.

UE:

-
Update the power saving parameters during the UCU procedure
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