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Abstract of the contribution: This contribution proposes a new solution on service initiated by Application server over user plane for Study on Ranging based services and sidelink positioning. 
1.
Discussion
KI#7 defines the following objectives:
-
How 5GS exposes the Ranging/Sidelink Positioning measurement management service to 5G network and Application server?

-
What are the architectural enhancements to support Ranging/Sidelink Positioning service exposure to Application server and for network assisted sidelink positioning, the required NF and NF services?

-
How to support Ranging/Sidelink Positioning request?

This paper proposes a solution to KI#7.
2.
Text proposal
It is proposed to agree the following changes to TR 23.700-86:
* * * * First change * * * *

6.0
Mapping of solutions to key issues

Editor's note:
This clause describes the mapping between solutions and key issues.

Table 6.0-1: Mapping of solutions to key issues
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* * * * Next change * * * *

6.X
Solution #X: Service initiated by Application server over user plane
6.X.1
General

This solution is to address KI#7.
The communication between application server and one of the UEs subject to Ranging/SL positioning for transmitting the service request and result reporting can be over user plane when the service request is initiated by the application server and there’s already an existing PDU session between application server and one of the UEs subject to Ranging/SL positioning.
This saves the efforts for retrieving AMF, selecting LMF and the required signalling (e.g. NAS, siganalling between UE and LMF if LMF has to be involved) .
6.X.2
Functional descriptions
When the service request is initiated by the application server and there’s already an existing PDU session between application server and one of the UEs subject to Ranging/SL positioning, the application server sends the Ranging/SL positioning service request to the UE and receives the result from the UE over application layer.
6.X.3
Procedures
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1. Service authurization and policy/parameter provisioning 

3. Ranging/SL positioning procedure 

2. Ranging/SL positioning Service Request

4. Ranging/SL positioning Result


Figure 6.X.3-1 Procedure of Service initiated by Application server over user plane
1. Service authorization policy/parameters are provisioned to UE1 and UE2.

2. If there is already a PDU session between application server and UE1, the Ranging/SL positioning service request is sent to  UE1 at application layer, which includes Reference UE ID, Target UE ID, Result content (distance, angle or both) and Required QoS, etc.
3. UE1 initiates Ranging/SL positioning procedure to UE2 to trigger the measurement and the calculation of the result. The Ranging/SL positioning procedure includes Ranging/Sidelink positioning discovery and service operations.
4. UE1 sends the Ranging/SL positioning result to the AF over application layer.
Editor’s Note: It is FFS how privacy checking and authorization authorization is performed.
6.X.4
Impacts on services, entities, and interfaces
The solution has impacts in the following entities and interfaces:

· UE: supports initiating Ranging/SL Positioning procedure

* * * * End of change * * * *
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