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Abstract of the contribution: This contribution proposes conclusions on KI#1.
1 Discussion
Based on study and the evaluations. This paper proposes the conclusions to the KI#1 on determination of unavailability period in 5GS for a specific UE. 
2 Proposal
It is proposed to add the following changes to TR 23.700-61.
*** First Change ***
8.1
Conclusions for Key Issue #1
During Registration procedure, the UE provides indication of support of "Unavailability Period" in Registration Request message, and the AMF indicates the support of the "Unavailability Period" in Registration Accept message.

By re-using the procedures described in 3GPP TS 23.502[3] clause 4.15.6.2, the AF provisions the unavailability period parameter into the UDM/UDR, or the UDM/UDR can be configured with the unavailability period parameter based on operator policy. The unavailability period parameter is provided to AMF by UDM using Nudm_SDM_Get response. The UDM uses the UE Parameters Update via UDM Control Plane Procedure as described in 3GPP TS 23.502[3] clause 4.20 to configure the unavailability period parameter into the UE.  
The unavailability period parameter is the time slot which indicates the time in which UE is allowed to perform deregistration procedure to execute events described in clause 6.6.2. The unavailability period parameter can have multiple time slots for example 10:00-12:00 UTC, 14:00 – 18:00 UTC, 22:00-23:59 UTC etc. If UE is not able to execute the events for example due to the less storage capacity or insufficient battery level in the first time slot then UE should wait for the next time slot to execute the events. 
The unavailability period is configured by the HPLMN, based on agreements with the AF and operator policy, into the UE. Based on the unavailability period, AMF may choose to not initiate procedures which can force UE to enter deregistered state. The network takes unavailability period parameter into account to execute Device reboot upon Modem setting changes via OMA-DM procedures.
If UE have a user interface, how UE indicates the unavailability period to the user and take his consent to execute the events during unavailability period is outside the scope of this study as agreed in clause 2
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