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1. Overall Description:
SA2 is working on extensions of the QoS Sustainability Analytics ID that has been introduced in Rel. 16 and which provides for a certain area or path, information regarding the QoS change statistics for an Analytics target period in the past or the likelihood of a QoS change for an Analytics target period in the future (TS 23.288).

The current version of the QoS Sustainability analytics uses RAN performance measurement information only at a cell level (e.g., RAN UE Throughput, QoS flow Retainability) that are provided as inputs from the OAM.  Consequently, this may lead to QoS change prediction results that are not so accurate if the cell covers a larger area or if different parts of a cell have a different performance or have a different amount or type of traffic to handle (e.g. a highway or major crossroad in an urban area).

As defined in Sol#18, 19 and 20 of FS_eNA_Ph3 in TR 23.700-81, In in order to provide QoS Sustainability output with a finer granularity, the collection of the performance measurement information by the RAN with a granularity that is smaller than the cell level would be necessary. The performance measurement information is listed as follows:
-	Clause 6.18.4.1 in Sol#18: Latency and delay of 5G networks;
-	Clause 6.19.2.2 in Sol#19: RAN status, load and performance information, Packet Delay, Packet Loss and/or Drop;
[bookmark: _GoBack]-	Clause 6.20.2 in Sol#20: UL/DL capacity GTP between UPF and NG-RAN, UL/DL capacity GTP between UPF and UE, UL/DL available capacity GTP between UPF and NG-RAN, UL/DL available capacity GTP between UPF and UE.
SA2 kindly asks RAN3 and SA5 to provide feedback about the possibilities for collecting the performance measurement information  with a finer granularity than the cell level.	

2. Actions:
To RAN3 and SA5 group.
ACTION: 	SA2 asks RAN3 and SA5 group to provide feedback about the possibilities for collecting the performance measurement information  with a finer granularity than the cell level.
3. Date of Next TSG SA WG2 Meetings:
SA2#152                   August 22 – 26, 2022             E-meetingGoteborg, Sweden
SA2#153                   October 10 – 14, 2022            TBD


