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Abstract of the contribution: This contribution updates Solution #11 to address the Editor's Note captured in SA2#150E.
1.
Discussion
In SA2#150E Solution 11 for KI#4 was captured in TR 23.700-88 with the following Editor's Note:

Editor's note:
Which information triggers the delivery of Non-3GPP QoS assistant information is FFS.

This Editor's Note is related to the fact that QoS experienced by PINEs connected behind a PEGC depends on the end-to-end path between a PINE and the application server, i.e. depends on the QoS differentiation in both the 3GPP network and the non-3GPP network attached to the PEGC. Solution #11 proposes to indicate Non-3GPP QoS assistance information to the PEGC to enable the PEGC to perform QoS differentiation for the PINEs in the non-3GPP network behind the PEGC.
Following two factors may influence the decision of the SMF on whether to send Non-3GPP QoS assitant information to the PEGC:
· The subscription data of the UE, i.e., whether the UE is subscribed as a PEGC;

· Network operator’s policy, i.e., whether the delivery of Non-3GPP QoS assitance information is supported by 5GC. 
Consequently, the proposal is:

Proposal: remove the Editor's Note and clarify that delivery of Non-3GPP QoS assitance information is triggered based on UE subscription and network operator’s policy.
2.
Text proposal
It is proposed to agree the following changes vs. TR 23.700-88:
>>>>BEGINNING OF CHANGES<<<<
6.11.2
Procedures
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Figure 6.11.2-1: Providing Non-3GPP QoS assistance information to the PEGC to enable the PEGC to ensure QoS in the non-3GPP network attached to the PEGC
1.
PDU Session is established

2.
Application layer signalling is exchanged between an application on a PINE connected to the PEGC and an application function (AF)

3.
Based on the application layer signalling, the AF requests QoS for application flows.

NOTE 1:
If the AF is not considered trusted, then the AF interacts with the NEF instead. If the AF provides explicit QoS parameters, then AF (or NEF in case the AF is not trusted) interacts with PCF as defined in clause 4.15.6.6 of TS 23.502 [3].

4.
PCF sends PCC rules to the SMF.

NOTE 2:
Steps 1-4 are following existing Rel-17 specifications.

5.
SMF performs PDU Session modification as defined in clause 4.3.2 of TS 23.502 [3] and may include, based on subscription data of the PEGC and network operator’s policy, in the N1 SM container per QoS-flow Non-3GPP QoS assistance information. The Non-3GPP QoS assistance information contains (if available at the SMF): QoS characteristics, GFBR/MFBR (if applicable), ARP, Periodicity.


6.
Based on the non-3GPP QoS assistance information and QoS rule information, the PEGC may reserve resources in the non-3GPP network.

>>>>END OF CHANGES<<<<
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