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[bookmark: _Toc462478989]1	Discussion
Key Issue#6 Provide cell ID/TAC of mobile base station relay for services describes: 
How to provide appropriate cell ID/TACs information (and possible its corresponding geographic area) of mobile base station relay that moves when such cell ID/TACs are needed, e.g. to assist route an emergency call to the correct PSAP, to assist to handle Lawful Interception, to assist the Public Warning System, etc.
For the PWS/ETWS Warning Area List defined in TS38.413 shall be updated. 
[bookmark: _Toc20955201][bookmark: _Toc29503650][bookmark: _Toc29504234][bookmark: _Toc29504818][bookmark: _Toc36553264][bookmark: _Toc36554991][bookmark: _Toc45652302][bookmark: _Toc45658734][bookmark: _Toc45720554][bookmark: _Toc45798434][bookmark: _Toc45897823][bookmark: _Toc51746027][bookmark: _Toc56613679]9.3.1.37	Warning Area List
This IE indicates the areas where the warning message needs to be broadcast or cancelled.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Warning Area
	M
	
	
	

	>E-UTRA Cell IDs
	
	
	
	

	>>EUTRA CGI List for Warning
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>NR Cell IDs
	
	
	
	

	>>NR CGI List for Warning
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>NR CGI
	M
	
	9.3.1.7
	

	>TAIs for Warning
	
	
	
	

	>>TAI List for Warning
	
	1..<maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.3.3.11
	

	>Emergency Area IDs
	
	
	
	

	>>Emergency Area ID List
	
	1..<maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID
	M
	
	9.3.1.48
	


2	Proposal
It is proposed to adopt the following changes into TS23.700-05.

[bookmark: _Toc510607461]		* * * * Start of Change * * * *
[bookmark: _Toc100980707]6.9	Solution #9: User location information based on IAB-UE
[bookmark: _Toc100980708]6.9.1	Introduction
The solution provides a way to represent the User Location Information, ULI, of UEs connected to the mobile IAB-node based on IAB-UE (i.e. IAB-MT).
[bookmark: _Toc100700533]6.9.2	Functional Description
When mobile IAB-mode moves to a new IAB-donor gNB, the cell ID/TAC may change as shown in figure 6.9.2-1 below. 
During the mobility of the IAB-UE part, the new ULI for the IAB-UE is based a cell/TAC managed by the new IAB-donor gNB and it is provided to CN. The ULI of the IAB-UE is always corresponding to a geographic area. And also Warning Area List for the Public Warning System corresponding to the cell/TAC is managed by IAB-donor gNB and CN.
When UEs connected to the IAB-node are reconfigured to the new IAB-donor gNB, with the same or different cell/TAC which is covered by the IAB-node and managed by the new IAB-donor gNB, the ULI of the IAB-UE can be used to represent the ULI of the connected UEs, in addition to the ULI of the connected UE, e.g., the cell y is considered as coverage extension of the cell x in figure 6.9.2-1.
NOTE: the cell ID/TAC and Warning Area List handling during IAB-node mobility needs to the coordinated with the work in RAN WGs.



Figure 6.9.2-1: Cell/TAC for IAB-UE and UE connected to IAB-node
* * * * End of Changes * * * *
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