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Abstract of the contribution: This contribution proposes to merge the duplicate terms to make the TR clean and clear.

1 Discussion
There are two duplicate terms which are “application data channel” and “bootstrap data channel”, the paper tries to merge them together to make the Terms part clean and clear.
2 Proposal

It is proposed to merge the duplicate terms.
FIRST CHANGE
3
Definitions of terms and abbreviations

3.1
Terms

For the purposes of the present document, the terms given in TR 21.905 [1], in TS 23.501 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] or in TS 23.501 [2].

application data channel: It is used to transfer interactive data of data channel applications between the UEs or between the UE and the network. The application data channel is on the basis of bootstrap data channel has been established. From 3GPP TS 26.114 definition, the stream ID for application data channel can be integers starting from 1000.
bootstrap data channel: It uses the HTTP protocol to transfer data channel application list and data channel applications between the UE and the network. It can be used to transmit the HTML web content includes JavaScript(s), and optionally image(s) and style sheet(s) through HTTP, such as application program. From 3GPP TS 26.114 definition, the stream ID for bootstrap data channel can be integers below 1000.
data channel application: The HTML web content includes JavaScript(s), and optionally image(s) and style sheet(s). It is accessible at the HTTP root ("/") URL through a bootstrap data channel and describes the graphical user interface and the interactive service logic.
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