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[bookmark: _Toc462478989]1	Discussion
In case of the emergency services call if the cell covers very large area e.g. NR satellite access, TA/Cell level location info. is not enough to determine route an emergency call to the corresponding PSAP.
[image: ]
TS23.167 specifies the case using LRF/RDF to retrieve location and routing information. In this case the location information for the UE can be used, but there are several cases that the UE’s recent location is not stored and so on. In such cases the stored and calculated information by NWDAF e.g. the mobility information of the UE, OAM info, the other UEs location data can be available to determine the corresponding PSAP.



Figure 7.2: Emergency Session Establishment procedure with using LRF/RDF
2	Proposal
It is proposed to adopt the following changes into TR23.700-81.


[bookmark: _Toc510607461]		* * * * Start of Changes * * * *
[bookmark: _Toc19616][bookmark: _Toc97052454][bookmark: _Toc97052782][bookmark: _Toc101170899][bookmark: _Toc97057836][bookmark: _Toc101336965][bookmark: _Toc500949097][bookmark: _Toc97057911][bookmark: _Toc97057838][bookmark: _Toc97052784][bookmark: _Toc97052456][bookmark: _Toc97546137]6	Solutions
[bookmark: _Toc5560][bookmark: _Toc97052455][bookmark: _Toc97052783][bookmark: _Toc97057837][bookmark: _Toc101170900][bookmark: _Toc101336966]6.0	Mapping Solutions to Key Issues
Table 6.0-1: Mapping of solutions to key issues
	
	Key Issues

	Solutions
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* * * * Next Change * * * *


6.X	Solution #X: PSAP resolution with finer granularity of location information
[bookmark: _Toc97052785][bookmark: _Toc97052457][bookmark: _Toc500949099][bookmark: _Toc97057839][bookmark: _Toc97057912][bookmark: _Toc97546138]6.X.1	Description
[bookmark: _Toc500949101][bookmark: _Toc97052458][bookmark: _Toc97057840][bookmark: _Toc97052786][bookmark: _Toc97057913]This solution addresses Key issue #9: Enhancement of NWDAF with finer granularity of location information. This solution proposes a use case about PSAP (Public Safety Answering Point) resolution for emergency services with finer granularity of location information.
[bookmark: _Toc100864982]6.X.2	Functional description
At a high level, the functional description of this solution is as follows 
· UE initiates an emergency session request with including emergency URI and Cell Global Identification (CGI) with existing procedure.
· If required, IMS network access to the NWDAF to retrieve the PSAP destination with the estimated UE's location with finer granularity than Cell/TA level
· The IMS network uses the routing information returned by the NWDAF to route the emergency session request towards the appropriate PSAP.
Input data (example)
· UE ID
· Cell Global Identification (CGI)
· UE location info (if available)
Output data (example)
· PSAP destination
[bookmark: _Toc100864983]6.18.3	Procedures



Figure 4.10-1: Emergency Session Establishment procedure with using NWDAF
[bookmark: _Toc100864984]6.18.4	Impacts on services, entities and interfaces
Existing Emergency service procedure will be updated to acquire the PSAP destination with the finer granularity of location info than Cell ID/TA level.
NWDAF:
-	The NWDAF collects and analysis data from LCS and the other NFs to determine UE location and routing information.  
-	The new Analytic ID supporting the PSAP resolution use case needs to be supported.
Editor's note:	The name of new analytic ID is FFS.

* * * * End of Changes * * * *
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