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	Reason for change:
	If the UE is registered over both 3GPP and Non-3GPP Access Type, the UDM includes two instances of Registration status event notifications.  

The corresponding EPS notification includes only single roaming status indication. This means that the SCS/AS / AF receives different information depending on whether the UE is dual-registered in EPS or 5GS. In addition to this, the EPS Roaming status is ambiguous as it has not been specified which one (3GPP or Non-3GPP) Roaming status should be indicated. 

	
	

	Summary of change:
	The already existing 5GS capability to indicate two Roaming status instances is added also to EPS

	
	

	Consequences if not approved:
	Monitoring information received by the SCS/AS and AF is different depending on whether UE is registered to EPS or 5GS and it is not specified to which Access Type the indicated roaming status refers.
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FIRST CHANGE

[bookmark: _Toc19198175][bookmark: _Toc27897230][bookmark: _Toc36193192][bookmark: _Toc45198185][bookmark: _Toc45198411][bookmark: _Toc51837436][bookmark: _Toc51837662][bookmark: _Toc91155128]5.6.1.7	Specific Parameters for Monitoring Event: Roaming Status
This monitoring event allows the SCS/AS to query the UE's current roaming status (the serving PLMN and/or whether the UE is in its HPLMN) and to get notified when that status changes. It is based on the HSS being informed of the UE's serving PLMN by the MME according to TS 23.401 [7] and by the SGSN according to TS 23.060 [6].
1.	The SCS/AS sets Monitoring Type to "Roaming Status" prior to sending the Monitoring Request to the SCEF as in step 1 of clause 5.6.1.1. Optionally, it includes the "PLMN Information" parameter to request inclusion of the UE's Serving PLMN ID in the Monitoring Event Report.
2.	The SCEF executes step 2 of clause 5.6.1.1.
3.	The SCEF includes "PLMN Information", if sent in step 1, prior to sending Monitoring Request to the HSS as in step 3 of clause 5.6.1.1.
4. The HSS executes step 4 of clause 5.6.1.1.
5-7.	Steps 5-7 of clause 5.6.1.1 shall not be executed for this Monitoring Event.
8-9.	Steps 8-9 of clause 5.6.1.1 are executed. The Monitoring Event Report for this event is sent in the Monitoring Response message. The Monitoring Event Report indicates whether the UE is presently roaming or not. If PLMN Information was requested in step 1, and the operator policies allow, then the HSS includes:
-	the HPLMN PLMN-Id if the UE is in the HPLMN or
-	the Visited PLMN-Id (see TS 29.272 [31]) if the UE is in the VPLMN.
If the UE is registered via both 3GPP and N3GPP Access Type, then the HSS includes both instances of Roaming status. 

