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1. Proposal

It is proposed to modify the solution 4 in the TR 23.700-74 "Study on generic group management, exposure and communication enhancements"
*****************************************START of CHANGE **********************************************

6.4
Solution #4: Multiple SMFs for VN group communication

6.4.1
Introduction

This solution is for Key Issue #4 on Multiple SMFs for VN group communication.

Figure 6.4.1-1 depicts the architecture for the solution.
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Figure 6.4.1-1: Architecture for multiple SMFs involved 5G VN group communication

6.4.2
Functional Description

The main idea of this solution is as below:

-
If the SMF has established at least one PDU session for a VN, the SMF can be treated as SMF serving the VN.

-
Each SMF serving the same 5G VN group registers/update its profile in the NRF with the serving 5G VN group identifier. The serving VN group identifier is the DNN/S-NSSAI used by the PDU session.

-
Each SMF can obtain the other SMF(s) serving the same VN by querying the NRF with VN group identifier.

-
Each SMF can subscribe the VN group status change event (e.g. new SMF serving the VN, or a SMF stop serving the VN) with NRF. When the event occurs, the NRF sends notification to subscribed SMF with SMF information of the VN.
NOTE:
In this solution, it assume the SMF which discover the other SMFs will initiate the N19 handling. The SMFs which is notified with VN group status change event, will locally handling the VN session and N19 locally. For example, when a SMF-A receives the event that SMF-B stop serving the VN, it can start a timer. If SMF-A does not receive the VN release from SMF-B until timer expires, it can release the VN session and N19 tunnel related with SMF-B locally.
-
After SMF obtains the other SMF(s) serving the same 5G VN, it initiates the VN session requests with each of other SMFs to establish the VN session and N19 tunnels between UPFs controlled by two SMFs.

-
When the SMF determines its VN status has changed (e.g. a new PDU session for the VN established, a PDU session for the VN released, etc.), it sends update/release requests to the all other SMFs to update the VN session (e.g. update the PDR/FAR in the UPF).

-
There is a full mesh of N19 tunnels between UPFs serving the 5G VN group controlled by different SMFs.

6.4.3
Procedures


6.4.3.1
Create the N19 tunnel between UPFs
The procedure in Figure 6.4.3.1-1 shows a signalling flow in which the N19 tunnel between UPFs controlled by two SMFs is created.
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Figure 6.4.3.1-1: Procedure to establish the N19 between UPFs controlled by two SMFs







1.
The SMF-1 receives the PDU session-1 establishment request. According to the information in the request, i.e. DNN/S-NSSAI, it knows this PDU session is for the VN group.

2.
The SMF-1 update or register its profile to NRF with serving 5G VN group identifier.

3.
The SMF-1 may subscribe the VN status change event with NRF for this VN session.

4.
The SMF-1 perform the SMF discovery to the NRF using the serving 5G VN group identifier. The NRF only return the SMF-1 in the response.

5.
The SMF-1 configure the PDR/FAR for this PDU session.

6.
The SMF-2 receives the PDU session-2 establishment request. According to the information in the request, i.e. DNN/S-NSSAI, it knows this PDU session is for the VN group.

7.
The SMF-2 update or register its profile to NRF with serving 5G VN group identifier.
8.
The NRF may notify the SMF-1, the SMF-2 start to serving the VN session.
9.
The SMF-2 may subscribe the VN status change event with NRF for this VN session.

10.
The SMF-2 perform the SMF discovery to the NRF using the serving 5G VN group identifier. The NRF only return the SMF-1 and SMF-2 in the response.


11.
The SMF-2 configure the PDR/FAR for this PDU session and request the UPF-2 to allocate the N19 tunnel resource information (e.g. TEID).


NOTE:
For each UPF controlled by SMF-2, it only allocates one tunnel information, i.e. one IP address and Port to receive packet from all other UPFs.
12.
The SMF-2 sends the VN session request to SMF-1, in the request, the N19 tunnel resource and IP address/prefix/MAC of PDU session-2 are included.

13.
The SMF-1 sends the received N19 tunnel resource information to UPF-1 and request UPF-1 to allocate the N19 tunnel resource information in UPF-1 (e.g. TEID). The SMF-1 also create the PDR/FAR according to the received IP address/prefix/MAC of PDU session-2.
NOTE:
For each UPF controlled by SMF-1, it only allocates one tunnel information, i.e. one IP address and Port to receive packet from all other UPFs.
14.
The SMF-1 sends the VN session response to SMF-2, in the response, the N19 tunnel resource of UPF-1 and IP address/prefix/MAC of PDU session-2 are included.

15.
The SMF-2 sends the N4 request to UPF-2, to inform the N19 tunnel resource information in the UPF-1. The SMF-2 also create the PDR/FAR according to the received IP address/prefix/MAC of PDU session-1.
After step 15, the N19 tunnel between UPF-1 and UPF-2 is established.
6.4.3.2
Update the N19 tunnel between UPFs
The procedure in Figure 6.4.3.2-1 shows a signalling flow in which the N19 tunnel between UPFs controlled by two SMFs is updated.
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Figure 6.4.3.2-1: Procedure to update the N19 between UPFs controlled by two SMFs

1.
The VN session and N19 tunnel between SMF-1/UPF-1 and SMF-2/UPF-2 has been established.

2.
The SMF-1 detect there is a change on the routing information, e.g.

- A new PDU session is established, and anchored in the UPF-1

- A new MAC address is detected, or a MAC address is removed from the existing PDU session for the VN


- A new PDU session is established, and anchored in the UPF-3.

- A PDU session is released which is anchored in the UPF-1.

When a new PDU session is anchored in a new UPF, the SMF-1 will request thee UPF-3 to allocate the N19 tunnel information.
3.
The SMF-1 sends the VN session update request to SMF-2, in the request, the changed IP address/prefix/MAC address are included. If there is a new A-UPF, the N19 tunnel information is also included.

4.
The SMF-2 sends the received N19 tunnel resource information to UPF-2, if any. The SMF-2 also create/delete the PDR/FAR according to the received IP address/prefix/MAC change information.
5.
The SMF-2 send the VN session update response to SMF-1.

6.
The SMF-1 update the UPF-1/3 if needed.
6.4.3.3
Release the N19 tunnel between UPFs
The procedure in Figure 6.4.3.3-1 shows a signalling flow in which the N19 tunnel between UPFs controlled by two SMFs is released. If there is no N19 between UPFs controlled by two SMFs, the VN session between SMFs is released.
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Figure 6.4.3.3-1: Procedure to release the N19 between UPFs controlled by two SMFs

1.
The VN session and N19 tunnel between SMF-1/UPF-1/3 and SMF-2/UPF-2 has been established.

Case 1:

2.
All the PDU sessions for the VN anchored in the UPF, e.g. UPF-3 are released.
3.
The SMF-1 sends the VN session update request to SMF-2, in the request, it indicates the N19 tunnel of UPF-3 are released.
4.
The SMF-2 also delete the PDR/FAR in UPF-2 which target to the N19 tunnel of UPF-3.
5.
The SMF-2 send the VN session update response to SMF-1.
Case 2:
6.
All the PDU sessions for the VN anchored in the SMF-1
7.
The SMF-1 update its profile to NRF to remove the serving 5G VN group identifier.
8.
The NRF may notify SMF-2, the SMF-1 stop serving the VN.
9.
The SMF-2 send the VN session release to SMF-1. In the request, it indicates the N19 tunnel of UPF-1/3 are released.
10.
The SMF-2 delete the PDR/FAR in UPF-2 which target to the N19 tunnel of UPF-1/3.
11.
The SMF-2 acknowledge the VN session between SMF-1 and SMF-2 is released.

6.4.4
Impacts on existing entities and interfaces

-
NRF: adding a new IE, i.e. serving VN ID in the SMF profiles. It supports SMF discovery using serving VN ID.

-
SMF: Update/Register serving VN ID to NRF. Establishes the VN session with other SMF serving the same VN group (there is a full protocol to establish the N19 (adding, removing N19 tunnels) and exchange information about UE members and their address, including addition and removal of such addresses)

Editor's note:
Additional impact is FFS.
********************************************End of CHANGE **********************************************
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